
 

 

 

 
 
August 27, 2020 
 
 
Bordentown Township Planning Board   
1 Municipal Drive 
Bordentown, NJ 08505 
 
Attn: Michael P. Theokas 
         Township Administrator 
 
Re: Curaleaf NJ, Inc 
        Preliminary/Final Site Plan Application 
        191 Rte. 130 North 
        Block 63, Lots 3 & 4.01 
       Bordentown Township, Burlington County, NJ 
       PGLLC# 1591-03 
 
Dear Mr. Theokas 
 
Enclosed are plans revised Aug 27, 2020 addressing comments raised by the Planning Board and 
their professionals at the recent public hearing for the above referenced application.  
 
Following is a summary of plan changes incorporated under the most recent set of revisions: 
 

1. The internal circulation drive adjacent to the main building entrance has been adjusted to 
align with the entry drive on Rte. 130. This change was requested by the Bord’s 
consultants to improve traffic circulation patterns entering and exiting the site. 
 

2. Concrete curb has been added throughout the parking areas. 
 

3. All downspouts have been connected to a header system discharging to the existing 
stormwater improvements. 

  
4. Berming has been added along the property frontage of Rte. 130 to enhance aesthetics of 

the Rte. 130 buffer area.  
 

5. The proposed LED downlighting fixtures between the Rte. 130 ROW and the front 
building line have been replaced with Ornamental lighting fixtures matching fixtures 
recently approved for other uses along the Rte. 130 corridor. 

 
6. Additional lighting has been added to increase light levels throughout the parking areas. 
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Jonas Singer Esq.  
Curaleaf NJ, Inc.  
Bryan Proska PE 
 

 
7. Street tree plantings have been added along the Orchard Lane property frontage in 

accordance with ordinance requirements. 
 

8. A revised planting design for the open space area adjacent to Orchard Lane has been 
provided incorporating a mix of small bareroot trees and larger size shade trees per our 
discussions at the recent meeting. 

 
9. Additional buffer plantings have been added along the Northern property boundary to fill 

in gaps identified by the Board’s Landscape Architect. 
  

10. Signage has been added along the southeast edge of the rear parking lot identifying the 10 
spaces in that area as employee parking. 

 
I have also included a truck turning template plan showing circulation of trash/delivery trucks as 
well as the Township’s largest fire truck which was provided to us by the Township’s fire 
official.   
 
We remain available to discuss the proposed design plans with the Board’s professionals prior to 
the upcoming meeting of September 10 should they have any questions or comments. 
 
 
Thank you for your assistance in this matter.  
 
Sincerely, 
THE PETTIT GROUP, LLC 

 
Terrence H. Combs, PP, LLA 
Associate 
 
Cc: Fred Turek PE, PP, CME 
       Jack Carman PP, LLA 
       Brian Carlin Esq. 
       Jim Kochenour PE
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NO. DESCRIPTION

SHEET NUMBER:

ALL DOCUMENTS PREPARED BY THE PETTIT GROUP, LLC
ARE INSTRUMENTS OF SERVICE IN RESPECT TO THE
PROJECT.  THEY ARE  NOT INTENDED OR REPRESENTED
TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON
EXTENSIONS OF THE PROJECT OR ANY OTHER PROJECT.
ANY REUSE WITHOUT WRITTEN PERMISSION BY THE
PETTIT GROUP, LLC FOR THE SPECIFIC PURPOSE
INTENDED WILL BE AT THE OWNERS SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO THE
PETTIT GROUP, LLC AND OWNER SHALL INDEMNIFY
AND HOLD HARMLESS THE PETTIT GROUP, LLC FROM
CLAIMS, DAMAGES, LOSSES AND EXPENSES ARISING
OUT OF OR RESULTING THEREFROM.

THE CONTRACTOR MUST VERIFY ALL DIMENSIONS
PRIOR TO PROCEEDING WITH THE WORK AND NOTIFY
THE OWNER OF ANY DISCREPANCIES.  THE
CONTRACTOR SHALL UNDERSTAND THAT THE
LOCATION OF UTILITIES SHOWN ON THE PLANS ARE
ONLY APPROXIMATE.  IT IS IMPORTANT TO NOTE THAT
NOT ALL UTILITIES MAY BE SHOWN ON THE PLANS.  IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ALL UTILITIES (AERIAL AND BURIED) PRIOR TO THE
START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO CONTACT THE UNDERGROUND
UTILITY MARK OUT SERVICE (1-800-272-1000) PRIOR TO
THE START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO REPAIR (AT HIS EXPENSE) ALL
DAMAGED UTILITIES RESULTING FROM HIS WORK.
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TRUCK TURNING
TEMPLATE PLAN
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FIRE TRUCK TURNING TEMPLATESU-40 TRUCK TURNING TEMPLATE

39.5

4 23 4

SU-40 - Single Unit Truck
Overall Length 39.500ft
Overall Width 8.000ft
Overall Body Height 13.500ft
Min Body Ground Clearance 1.367ft
Track Width 8.000ft
Lock-to-lock time 5.00s
Max Steering Angle (Virtual) 31.80°

41

11.75 20

Pierce Bordentown NJ
Overall Length 41.000ft
Overall Width 8.333ft
Overall Body Height 11.250ft
Min Body Ground Clearance 1.393ft
Track Width 8.333ft
Lock-to-lock time 6.00s
Max Wheel Angle 45.00°
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THE PETTIT GROUP, LLC
Engineering  •   Architecture  •   Planning

U.S.G.S. QUAD MAP
SCALE: 1" = 1,000'

TAX MAP
NOT TO SCALE

ZONING MAP
NOT TO SCALE

INDEX OF DRAWINGS
1 OF 10 COVER SHEET & INDEX OF DRAWINGS

2 OF 10 EX. CONDITIONS & DEMOLITION PLAN

3 OF 10 SITE PLAN

4 OF 10 GRADING & UTILITY PLAN

5 OF 10 LANDSCAPING & LIGHTING PLAN

6 OF 10 SOIL EROSION & SEDIMENT CONTROL PLAN

7 OF 10 SESC NOTES AND DETAILS

8 OF 10 CONSTRUCTION DETAILS

9 OF 10 CONSTRUCTION DETAILS

10 OF 10 CONSTRUCTION DETAILS

CURALEAF
111 COOLIDGE AVENUE

BELLMAWR, NJ 08031

BLOCK 63, LOTS 3 & 4.01, PLATE 13
BORDENTOWN TOWNSHIP

BURLINGTON COUNTY, NEW JERSEY
NO. DESCRIPTION

SHEET NUMBER:

ALL DOCUMENTS PREPARED BY THE PETTIT GROUP, LLC
ARE INSTRUMENTS OF SERVICE IN RESPECT TO THE
PROJECT.  THEY ARE  NOT INTENDED OR REPRESENTED
TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON
EXTENSIONS OF THE PROJECT OR ANY OTHER PROJECT.
ANY REUSE WITHOUT WRITTEN PERMISSION BY THE
PETTIT GROUP, LLC FOR THE SPECIFIC PURPOSE
INTENDED WILL BE AT THE OWNERS SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO THE
PETTIT GROUP, LLC AND OWNER SHALL INDEMNIFY
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CONCRETE PILLARS
TO BE REMOVED

STRIPING TO BE
REMOVED (TYP)

PORTION OF EXISTING BUILDING, EXISTING
PAVEMENT, CURBING, LANDSCAPE TIES,

LANDSCAPING, HANDICAP SIGNS, STRIPING, FENCE,
ETC. TO BE REMOVED IN HATCHED AREAS (TYP.)

EXISTING GAS METER,
CLEANOUT, & AC UNIT
TO REMAIN

PORTION OF EXISTING PAVEMENT,
TREES, FENCE, ETC. TO BE REMOVED
IN HATCHED AREAS.

EXSTING TREES
TO REMAIN

EXISTING FENCE
TO BE REMOVED

EXISTING FENCE
TO BE REMOVED

EXISTING FENCE
TO BE REMOVED

EXISTING FENCE
TO BE REMOVED

EXSTING TREE
TO REMAIN

EXISTING UTILITY
POLE TO BE REMOVED

AREA OF SCARIFIED
PAVEMENT (TYP.)

EXISTING BITUMINOUS
CURB TO BE REMOVED

EXISTING UTILITY POLE
& OVERHEAD ELECTRIC
WIRES TO BE REMOVED
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THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ALL UTILITIES (AERIAL AND BURIED) PRIOR TO THE
START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO CONTACT THE UNDERGROUND
UTILITY MARK OUT SERVICE (1-800-272-1000) PRIOR TO
THE START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO REPAIR (AT HIS EXPENSE) ALL
DAMAGED UTILITIES RESULTING FROM HIS WORK.

PROJECT:

CHECKED BY:

DRAWN BY:

DESIGNED BY: JOB NO:

SCALE:

DATE:

SHEET TITLE:

DATE

REVISIONS

of

PRELIMINARY / FINAL
MAJOR SITE PLAN

191 US ROUTE 130
BLOCK 63, LOTS 3 & 4.01 PLATE 13

BORDENTOWN TOWNSHIP
BURLINGTON COUNTY

NEW JERSEY

OWNER:
191 BORDENTOWN LLC
191 ROUTE 130 NORTH

BORDENTOWN, NJ 08505

APPLICANT:
CURALEAF NJ, INC.

111 COOLIDGE AVENUE
BELLMAWR, NJ 08031

49
7 

C
en

te
r 

S
tr

ee
t •

 S
ew

el
l, 

N
J 

08
08

0
T

el
: 8

56
-4

64
-9

60
0 

   
F

ax
: 8

56
-4

64
-9

60
6

w
w

w
.p

et
ti

tg
ro

up
.c

om
Ce

rtif
ica

te 
of

 A
uth

or
iza

tio
n N

o. 
24

G
A

28
13

14
00

 T
H

E 
PE

TT
IT

 G
R

O
U

P,
 L

LC
E

ng
in

ee
ri

ng
 •

  A
rc

hi
te

ct
ur

e 
 •

  P
la

nn
in

g

1591-03

P:
\1

59
1 

C
ur

al
ea

f\-
3 

B
or

de
nt

ow
n 

Se
w

 &
 V

ac
 S

ite
\E

ng
\C

on
st

ru
ct

io
n 

D
w

gs
\1

59
1-

03
 S

he
et

 0
2 

- E
xi

st
in

g 
C

on
di

tio
ns

 &
 D

em
o.

dw
g,

 8
/2

8/
20

20
 1

1:
33

 A
M

, J
ua

n 
C

. D
eJ

es
us

2 ADDED FLOOD HAZARD LINE 05/05/20

3 PER BOARD PROF. REVIEW 7/17/20

5

10

BWC

JCD

BWC

02/10/20

Professional Engineer
State of New Jersey • License # GE 51748

State of Pennsylvania • License # PE081074
State of Maryland • License # 54411

BRIAN W. CLEARY , PE

FOR APPROVAL
PURPOSES ONLY

1 PER COMPLETENESS REVIEW 03/09/20

4 PER BOARD PROF. REVIEW 08/10/20

PER TOWNSHIP REVIEW 08/27/20

6 PER BOARD MEETING 08/28/20

1" = 30' 

2

EXISTING
CONDITIONS &

DEMOLITION PLAN

DEMOLITION & STRUCTURAL FILL NOTES:
1. THE LOCATION OF EXISTING UTILITIES SHOWN ON THESE PLANS HAS

BEEN TAKEN FROM VARIOUS SOURCES AND IS SHOWN FOR DESIGN AND
ESTIMATING PURPOSES ONLY. ACTUAL LOCATIONS OF UTILITIES SHALL
BE FIELD VERIFIED BY CONTRACTOR.  ANY DISCREPANCIES OR
APPARENT CONFLICTS SHALL BE CALLED TO THE ATTENTION OF THE
ENGINEER FOR INTERPRETATION. ANY/ALL DISCREPANCIES SHALL BE
REPORTED TO ENGINEER IN WRITING PRIOR TO ANY CONSTRUCTION.
CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ALL EXISTING SITE
IMPROVEMENTS & UTILITIES. A WRITTEN NOTICE SHALL BE FORWARDED
TO THE OWNER SETTING FORTH THE DATE OF CONTACT. CONTRACTORS
ARE ADVISED TO CALL 1-800-272-1000 BEFORE COMMENCING FOR A
MARKOUT OF EXISTING UTILITIES.

2. CONTRACTOR SHALL REVIEW ALL PLAN SHEETS TO DETERMINE IF THE
EXTENT OF IMPROVEMENTS TO BE REMOVED, AS INDICATED ON THIS
PLAN, IS CORRECT. ANY DISCREPANCIES SHALL BE BROUGHT TO THE
ATTENTION OF THE DESIGN ENGINEER DURING THE BID PHASE.

3. CONTRACTOR TO NOTIFY ALL UTILITY COMPANIES PRIOR TO
DEMOLITION.

4. CONTRACTOR TO COORDINATE ALL UTILITY REMOVAL(S) AND
SHUT-OFF(S). (TYPICAL)

5. CONTRACTOR TO COORDINATE WITH ALL APPLICABLE AGENCIES
DURING THE DEMOLITION OF EXISTING BUILDINGS, IF NOTED TO BE
REMOVED.

6. TEST PITS SHALL BE EXCAVATED PRIOR TO CONSTRUCTION TO LOCATE
UNDERGROUND UTILITIES.

7. ANY REQUIRED UTILITY POLE RELOCATIONS FOR THE PROPOSED
IMPROVEMENTS SHALL BE COMPLETED AT NO EXTRA COST TO THE
OWNER. CONTRACTOR SHALL PROVIDE ALL NECESSARY
ARRANGEMENTS FOR UTILITY POLE RELOCATION.

8. THE CONTRACTORS ARE ADVISED THAT ANY REQUIRED UNDERGROUND
UTILITY RELOCATIONS INCLUDING GAS MAINS AND SERVICES, WATER
MAINS AND SERVICES, SEWER MAINS AND SERVICES, ELECTRIC AND
TELEPHONE LINES SHALL BE COMPLETED AT NO COST TO THE OWNER
UNLESS SPECIFICALLY NOTED OTHERWISE.

9. EXISTING UTILITIES INCLUDING VALVE BOXES, CLEAN OUTS, CURB
STOPS, MANHOLES, ETC., SHALL BE ADJUSTED TO MATCH PROPOSED
FINISHED GRADE. STORM DRAINAGE STRUCTURES SHALL NOT BE
ADJUSTED UNLESS SPECIFICALLY CALLED FOR. NO TRENCHES SHALL
REMAIN OPEN OVERNIGHT.

10. SUPPORT AND STABILIZATION OF REMAINING STRUCTURES SHALL
CONFORM TO IBC 2009.

11. ALL DEMOLITION TO BE PERFORMED IN STRICT ADHERENCE TO ALL
FEDERAL, STATE, AND LOCAL REGULATIONS.

12. NO DISTURBANCES SHALL BE PERMITTED BEYOND THE PROJECT
PROPERTY LINE WITHOUT THE WRITTEN PERMISSION OF THE PROPERTY
OWNER(S) DIRECTLY AFFECTED.

13. CONTRACTOR SHALL CLEAN ADJACENT STRUCTURES AFFECTED BY
DEMOLITION, CONTRACTOR TO RETURN ADJACENT AREAS TO
CONDITIONS EXISTING PRIOR TO START OF WORK.

14. THE CONTRACTOR SHALL PROPERLY DISPOSE OF SPOILS AND
EXCAVATED MATERIALS. NO CONSTRUCTION DEBRIS, CUT VEGETATION,
TREE STUMPS, OR ANY OTHER SOLID WASTE EXISTING ON SITE IS TO BE
BURIED ON SITE.  NO ON SITE BURIAL OR BURNING OF CONSTRUCTION
DEBRIS IS PERMITTED. ALL WASTE MUST BE PROPERLY REMOVED AND
DISPOSED OFF SITE. ALL MATERIALS REMOVED FROM SITE ARE TO BE
DISPOSED OF AT AN APPROVED FACILITY.

15. EXISTING TOPSOIL ONSITE IS TO BE PROTECTED. NO TOPSOIL IS TO BE
SOLD OR REMOVED FROM THE SITE OR USED AS SPOIL UNLESS
APPLICATION IS MADE TO THE APPROVING AUTHORITY AND APPROVAL
IS GRANTED.

16. PROJECT SITE TO BE CLEARED ONLY AS REQUIRED. EXISTING TREES
SHALL BE PROTECTED ALONG WITH ALL EXCAVATION AND
CONSTRUCTION LIMITS.

17. REMOVAL OF HAZARDOUS AND COMBUSTIBLE MATERIAL SHALL BE
ACCOMPLISHED IN ACCORDANCE WITH THE PROCEDURES AS
AUTHORIZED BY THE FIRE DEPARTMENT OR OTHER APPROPRIATE
REGULATORY AGENCIES AND AUTHORITIES.

18. DISCONNECT, SHUT OFF AND SEAL IN CONCRETE ALL UTILITIES SERVING
THE STRUCTURE(S) TO BE DEMOLISHED BEFORE THE COMMENCEMENT
OF DESIGNATED DEMOLITION, CLEARLY IDENTIFY BEFORE THE
COMMENCEMENT OF DESIGNATED DEMOLITION THE REQUIRED
INTERRUPTION OF ACTIVE SYSTEMS THAT MAY AFFECT OTHER PARTIES,
AND NOTIFY APPLICABLE UTILITY COMPANIES TO ENSURE
CONTINUATION OF SERVICE.

19. EXISTING WELLS SHALL BE ABANDONED BY A CERTIFIED WELL
DRILLER, IN ACCORDANCE WITH ALL LOCAL, COUNTY, OR STATE
REGULATIONS.  EXISTING SEPTIC SYSTEMS SHALL BE ABANDONED IN
ACCORDANCE WITH ALL LOCAL, COUNTY, OR STATE REGULATIONS.

20. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISCONNECTION OF ALL
UTILITIES TO BE REMOVED.  ALL EXISTING UTILITIES SHALL BE
REMOVED BY CONTRACTOR IN ACCORDANCE WITH LOCAL MUNICIPAL &
MUA SPECIFICATIONS.

21. IF NOTED TO BE REMOVED, EXISTING BUILDING SHALL BE DEMOLISHED
INCLUDING ALL BASEMENT FOOTINGS AND FOUNDATION WALLS &
MATERIALS. (BASEMENT MATERIAL SHALL BE REMOVED FROM SITE
AND NOT USED FOR FILL).

22. THE ON-SITE SOILS WHICH ARE EXCAVATED FOR SITE GRADING MAY BE
USED AS STRUCTURAL FILL FOR SUPPORT OF SLAB-ON-GRADE AND
PAVEMENT.  HOWEVER, THESE SOILS CONTAIN AN APPRECIABLE
AMOUNT OF FINES AND WILL BE MOISTURE SENSITIVE.  THEREFORE,
USAGE OF THE ON-SITE SOIL WILL BE LIMITED TO PERIODS OF WARM
AND/OR DRY WEATHER.  IF OFF-SITE MATERIALS ARE REQUIRED FOR
FILL, CRUSHED STONE OR RECYCLED CRUSHED CONCRETE MEETING THE
MINIMUM REQUIREMENTS OF NJDOT COURSE AGGREGATE NO. 2 SHOULD
BE USED.

23. STRUCTURAL FILL SHOULD BE PLACED IN HORIZONTAL LIFTS NOT MORE
THAN 6 INCHES IN LOOSE THICKNESS.  WITHIN THE BUILDING AREA, THE
FILL SHOULD BE COMPACTED TO AT LEAST 95 PERCENT OF THE
MAXIMUM DRY DENSITY DETERMINED BY THE "MODIFIED PROCTOR"
COMPACTION TEST, ASTM D 1557.  ALTERNATIVELY, EACH LIFT OF
IMPORTED CRUSHED STONE SHOULD BE COMPACTED TO AT LEAST 85
PERCENT RELATIVE DENSITY AS DETERMINED BY ASTM D 4253 / 4254, OR
THE US ARMY CORPS OF ENGINEERS MODIFIED PROVIDENCE VIBRATED
DENSITY TEST.  THE RELATIVE DENSITY METHOD IS USED FOR
FREE-DRAINING SOILS WHICH TO NOT EXHIBIT A WELL-DRAINED PEAK
IN THE PROCTOR TEST, OR WHICH BREAK DOWN EXCESSIVELY UNDER
THE TEST RAMMER.  STRUCTURAL FILL SHOULD BE COMPACTED USING
A SELF-PROPELLED, VIBRATORY ROLLER WHICH IMPARTS A TOTAL
DYNAMIC FORCE OF AT LEAST 300 POUNDS PER INCH OF DRUM LENGTH.
IN CONFINED AREAS, WHERE SMALLER ROLLERS OR MANUALLY
OPERATED TAMPERS ARE USED, THE LIFT THICKNESS SHOULD BE
REDUCED TO 6 INCHES.

24. BACKFILL AROUND THE EXTERIOR OF THE BUILDING, AND FILL IN
PAVEMENT AREAS SHOULD BE COMPACTED TO AT LEAST 90 PERCENT OF
THE MODIFIED PROCTOR MAXIMUM DRY DENSITY.  ON-SITE SOIL MAY
BE USED FOR EXTERIOR BACKFILL.
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State of Pennsylvania • License # PE081074
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SITE PLAN

SCALE FEET

030 6030

1" = 30'

GENERAL CONSTRUCTION NOTES
1. ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO THE MUNICIPAL,

COUNTY OR STATE REGULATIONS, WHICHEVER TAKES PRECEDENCE.

2. THE MUNICIPAL ENGINEER'S OFFICE SHALL BE NOTIFIED AT LEAST 24 HOURS BEFORE THE
START OF WORK ON ANY IMPROVEMENTS UNDER ITS JURISDICTION.

3. THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE AGENCIES, INCLUDING THE COUNTY
SOIL CONSERVATION DISTRICT PRIOR TO THE START OF CONSTRUCTION AND AS
NECESSARY THROUGH PROJECT COMPLETION.

4. THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES INDIVIDUALLY AND SHALL
NOTIFY THE UNDERGROUND UTILITIES NOTIFICATION SERVICE AT LEAST 72 HOURS PRIOR
TO COMMENCEMENT OF ANY EXCAVATION BY CALLING 1-800-272-1000.

5. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS IN THE
FIELD PRIOR TO THE START OF CONSTRUCTION.  ANY DISCREPANCIES SHALL BE BROUGHT
TO THE ATTENTION OF THE DESIGN ENGINEER IMMEDIATELY.

6. ALL CONCRETE USED FOR SITE WORK SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE
STRENGTH OF 4,500 PSI. OR AS REQUIRED BY THE APPROVAL AUTHORITY.

7. ALL TRENCHES IN PAVEMENT AREAS TO REMAIN ARE TO BE SAW CUT.  ALL EXISTING
PAVEMENT TO REMAIN SHALL BE SAW CUT TO MEET ALL NEW OR RECONSTRUCTED
PAVEMENT AREAS.

8. WHERE NEW PAVEMENT IS PROPOSED ADJACENT TO EXISTING PAVEMENT, THE EXISTING
PAVEMENT SHALL BE SAWCUT ONE (1) FOOT FROM THE EDGE TO PROVIDE A NEAT LINE
AGAINST WHICH TO PAVE.

9. ALL TRAFFIC CONTROL SIGNAGE AND MARKINGS SHALL BE IN ACCORDANCE WITH THE
REQUIREMENTS OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST
EDITION.

10. ALL SITE IMPROVEMENTS SHALL BE INSTALLED IN ACCORDANCE WITH THE NJDOT
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, 2007, AS AMENDED.

11. SUBBASE MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT SHALL BE FREE OF ORGANIC
AND OTHER UNSUITABLE MATERIALS.  SHOULD SUBBASE BE DEEMED UNSUITABLE,
SUBBASE IS TO BE REMOVED AND FILLED WITH APPROVED FILL MATERIAL COMPACTED
TO 95% OPTIMUM DENSITY (AS DETERMINED BY MODIFIED PROCTOR METHOD).

12. THE OWNER, OR HIS REPRESENTATIVE, IS TO DESIGNATE AN INDIVIDUAL RESPONSIBLE
FOR CONSTRUCTION SITE SAFETY DURING THE COURSE OF SITE IMPROVEMENTS
PURSUANT TO N.J.A.C. 5:23-2.21 (e) OF THE NJ UNIFORM CONSTRUCTION CODE AND CFR
1926.32 (f) (OSHA COMPETENT PERSON).

13. TRAFFIC ARROWS ARE PROVIDED FOR INFORMATIONAL PURPOSES ONLY  UNLESS
SPECIFICALLY STATED OTHERWISE.

GENERAL NOTES

1. OWNER:
191 BORDENTOWN LLC
191 ROUTE 130 NORTH
BORDENTOWN, NJ 08505

2. APPLICANT:
CURALEAF NJ, INC.
111 COOLIDGE AVENUE
BELLMAWR, NJ 08031

3. EXISTING CONDITIONS TAKEN FROM A PLAN ENTITLED "BOUNDARY & TOPOGRAPHIC
SURVEY TAX LOTS 3 & 4.01, BLOCK 63 TOWNSHIP OF BORDENTOWN, BURLINGTON CO., N.J.",
BY VARGO ASSOCIATES, DATED OCTOBER 29, 2019.

4. APPLICANT SEEKS SITE PLAN APPROVAL SO AS TO PERMIT CONSTRUCTION OF A
CURALEAF FACILITY AND ASSOCIATED SITE IMPROVEMENTS.

5. PROPOSED BUILDINGS TO BE SERVICED WITH NEW SEWER AND WATER LINES.

6. THE PROPOSED IMPROVEMENTS WILL DECREASE THE AMOUNT OF IMPERVIOUS AREA BY
57,126 SF.  THE AMOUNT OF EXISTING IMPERVIOUS COVERAGE IS 138,680 SF.  THE PROPOSED
IMPERVIOUS COVERAGE IS 81,554 SF.

7. NO MERCHANDISE, PRODUCTS, UNENCLOSED WASTE, EQUIPMENT OR SIMILAR MATERIALS
OR OBJECTS SHALL BE DISPLAYED OR STORED OUTSIDE.

8. NO ON SITE STORAGE OF WASTE SHALL REMAIN FOR MORE THAN 90 DAYS.

9. ALL EXISTING POLES & FLOOD LIGHT FIXTURES WHICH ARE NOT CURRENTLY UTILIZED
FOR THE SUPPORT OF ELECTRIC DISTRIBUTION LINES SHALL BE REMOVED FROM THE SITE.

10. ALL ELECTRIC, TELEPHONE, AND CABLE SERVICE LINES SHALL BE UNDERGROUND.

11. ELEVATION DATUM IS NAVD '88.

12. FRESHWATER WETLANDS EXIST ON THIS SITE, AS REFERENCED FROM NJDEP GEOWEB MAP
VIEWER. WETLANDS ARE LIMITED TO THE UNIMPROVED PORTIONS OF THE PROPERTY
WHICH WILL NOT BE DISTURBED.

13. THE PROPERTY FALLS WITHIN FLOOD PLAIN ZONE A ACCORDING TO THE MOST RECENT
FEMA FIRM MAP 34005C0039F.

14. PROPOSED HOURS OF OPERATION FOR CURALEAF ARE 10 AM TO 7 PM DAILY.

15. APPROXIMATELY 45 EMPLOYEES ARE EXPECTED AT THE CURALEAF DISPENSARY
FACILITY.

16. REQUIRED OUTSIDE AGENCY APPROVALS:

a. BURLINGTON COUNTY PLANNING BOARD
b. BURLINGTON COUNTY SOIL CONSERVATION DISTRICT
c.  NEW JERSEY DEPARTMENT OF TRANSPORTATION

WAIVERS & VARIANCES
1. SUBMISSION WAIVERS ARE REQUESTED FROM THE FOLLOWING:

a. CHECKLIST ITEM #47 - FROM PROVIDING DETAILED INFORMATION
RELATING TO THE ADJACENT WATERCOURSE.

b. CHECKLIST ITEM #57 - FROM PROVIDING DRAINAGE CALCULATIONS.
c. CHECKLIST ITEM #60 - FROM PROVIDING DETAILED SURVEY

INFORMATION OF EXISTING STREETS ABUTTING THE PROJECT SITE.

2. DESIGN WAIVERS ARE REQUESTED FROM THE FOLLOWING:

a. SECTION 25.506.D.1. - FROM PROVIDING STREET TREES ALONG
ORCHARD LANE.

b. SECTION 25.506.D.1 - STREET TREE PLANTING INTERVAL ALONG
ROUTE 130

35 FEET TO 50 FEET REQUIRED; 75 FEET PROPOSED
c. SECTION 25.508.B.1. - MINIMUM OFF-STREET LOADING SPACE

15FT X 60FT REQUIRED; 20 FT X 44.5FT PROPOSED

3. VARIANCES ARE REQUESTED FROM THE FOLLOWING:

a. SECTION 25.508.E - MINIMUM DRIVEWAY SEPARATION
210 FEET REQUIRED; 155.8 FEET EXISTING/PROPOSED
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BRIAN W. CLEARY , PE
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GRADING &
UTILITY PLAN

SCALE FEET

030 6030

1" = 30'

GRADING & UTILITY NOTES:
1. ALL GRADING SHALL PROMOTE POSITIVE DRAINAGE FROM BUILDINGS AND

STRUCTURES TO DRAINAGE FACILITIES WITHOUT LOW SPOTS THAT CAUSE PONDING.

2. THE MINIMUM SLOPE IN GRASSED AREAS SHALL NOT BE LESS THAN 2% AND THE
MINIMUM IN PAVED AREAS SHALL NOT BE LESS THAN 0.75%.

3. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL VERIFY THE
EXISTING UTILITIES SHOWN.  THE CONTRACTOR SHALL EMPLOY ALL MEANS
NECESSARY, INCLUDING TEST PITS, TO LOCATE AND AVOID DAMAGE TO ALL EXISTING
UTILITIES WITHIN THE VICINITY OF THE PROPOSED IMPROVEMENTS.  SHOULD ANY
EXISTING UTILITY BE IN CONFLICT WITH THE PROPOSED IMPROVEMENTS, THE
CONTRACTOR SHALL REPORT THE CONFLICT TO THE DESIGN ENGINEER PRIOR TO
PROCEEDING WITH ANY CONSTRUCTION.

4. ALL ELECTRIC, GAS, TELEPHONE, CABLE TELEVISION AND OTHER PUBLIC UTILITY
LINES SHALL BE INSTALLED UNDERGROUND.  MINIMUM HORIZONTAL CLEARANCE
BETWEEN PUBLIC UTILITY LINES AND WATER OR SEWER MAINS SHALL BE THREE (3)
FEET.

5. THE CONTRACTOR SHALL BACKFILL HIS TRENCH AND PROTECT THE PUBLIC FROM
THE WORK AREA AT THE END OF EACH WORKING DAY.  NO TRENCHES SHALL REMAIN
OPEN OVERNIGHT.

6. ALL GRAVITY SANITARY SEWER MAIN AND LATERALS SHALL BE PVC PIPE, SDR-35
CONFORMING TO ASTM D-3034 WITH PUSH-ON JOINTS, UNLESS OTHERWISE SPECIFIED.
MINIMUM COVER OVER PVC AND DUCTILE IRON SANITARY SEWER MAINS AND
LATERALS SHALL BE THREE (3) FEET.  ALL SEWERS SHALL BE CONSTRUCTED WITH
BEDDING AS DETAILED.

7. WATER MAINS AND SANITARY SEWER SHALL BE SEPARATED BY 10 FEET
HORIZONTALLY WHEREVER POSSIBLE.  OTHERWISE, THE SEWER AND WATER SHALL
BE IN SEPARATE TRENCHES WITH THE SEWER 18" BELOW THE BOTTOM OF THE WATER
MAIN.  AT WATER AND SEWER CROSSINGS, THE SEWER SHALL BE 18" MINIMUM BELOW
THE WATER OR SEWER MAIN SHALL BE C.L.D.I.P. WITH SLIP-ON JOINTS AND ENCASED
IN CONCRETE FOR 10 FEET MINIMUM ON EACH SIDE OF THE CROSSING.  WHERE
SANITARY SEWER CROSS OVER OR WITHIN 18" UNDER A STORM PIPE, THE SANITARY
SEWER SHALL BE C.L.D.I.P. WITH SLIP-ON JOINTS AND ENCASED IN CONCRETE FOR 10
FEET EACH SIDE OF THE CROSSING.

8. REINFORCED CONCRETE PIPE SHALL BE CLASS III UNLESS OTHERWISE NOTED.

9. REFER TO ARCHITECTURAL DRAWINGS FOR EXACT BUILDING UTILITY CONNECTION
LOCATIONS, SERVICE SIZES TO BE DETERMINED BY ARCHITECT.

10. CLEAN OUTS AND CURB BOXES WITHIN THE PAVED AREAS MUST HAVE TRAFFIC
LOADING FRAMES AND COVERS.

11. ALL INLET GRATES SHALL BE BICYCLE-SAFE GRATES.

12. CONSTRUCTION OF THE PROPOSED INFILTRATION BASIN SHALL BE DONE WITHOUT
COMPACTING THE BASIN'S SUB-GRADE SOILS.  ALL EXCAVATION SHALL BE
PERFORMED BY EQUIPMENT PLACED OUTSIDE THE BASIN WHENEVER POSSIBLE.

13. ADA GRADING NOTE: ALL HANDICAPPED ACCESSIBLE AREAS SHALL BE GRADED
WITH A 2% MAXIMUM SLOPE.

SHOULD THESE PLANS NOT DEPICT THE PROPOSED ELECTRIC, GAS, AND
TELECOMM UTILITY SERVICE DESIGNS, THE CONTRACTOR SHALL COORDINATE
THE SCOPE OF THE PROPOSED UTILITY SERVICE DESIGNS IN CONSULTATION WITH
THE RESPECTIVE UTILITY PROVIDERS AND SHALL ENSURE THAT THE
INSTALLATION OF ELECTRIC, GAS, AND TELECOMM UTILITY SERVICES ARE
ADDRESSED WITHIN THE SCOPE OF THEIR BID.

SHOULD THESE PLANS DEPICT FEASIBLE LOCATIONS FOR PROPOSED ELECTRIC,
GAS, AND TELECOMM UTILITY SERVICE CONNECTIONS, THEY SHALL ONLY BE
UTILIZED FOR BIDDING PURPOSES.  THE CONTRACTOR SHALL NOTE THAT THE
FINAL UTILITY SERVICE DESIGNS MUST BE COORDINATED WITH THE RESPECTIVE
UTILITY PROVIDERS AND THEREFORE, ARE SUBJECT TO CHANGE BASED UPON THE
PREFERENCE OF THE UTILITY PROVIDER. 

DRAINAGE ANALYSIS:
THE PROPOSED IMPROVEMENTS WILL DECREASE THE AMOUNT OF IMPERVIOUS AREA BY
14,164 SF.  THE AMOUNT OF EXISTING IMPERVIOUS COVERAGE IS 138,680 SF.  THE
PROPOSED IMPERVIOUS COVERAGE IS 124,516 SF.  THE PROPOSED DECREASE IN
IMPERVIOUS AREA WILL REDUCE THE AMOUNT OF STORMWATER RUNOFF GENERATED
BY THE PROPOSED IMPROVEMENTS.  THEREFORE, NO STORMWATER MANAGEMENT
TECHNIQUES HAVE BEEN PROPOSED.
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1 GT LIGHT FIXTURE G-1

LIGHT FIXTURE F-1 LIGHT FIXTURE F-2

LIGHT FIXTURE C-1

LIGHT FIXTURE D-2

LIGHT FIXTURE D-1

LIGHT FIXTURE D-4

LIGHT FIXTURE C-2

LIGHT FIXTURE C-3

LIGHT FIXTURE A-1

LIGHT FIXTURE A-2

LIGHT FIXTURE B-1

LIGHT FIXTURE B-2

LIGHT FIXTURE A-3

LIGHT FIXTURE A-4
LIGHT
FIXTURE A-5

LIGHT FIXTURE A-6

LIGHT FIXTURE A-7

LIGHT FIXTURE B-3

LIGHT FIXTURE D-3

LIGHT FIXTURE E-1
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LIGHT FIXTURE G-2

LIGHT FIXTURE G-3

LIGHT FIXTURE H-1

LIGHT FIXTURE H-2

LIGHT FIXTURE A-8

5 ICG

7 ICG

530' AASHTO SIGHT TRIANGLE FOR A 55 MPH HIGHWAY

NEW JERSEY STATE HIGHWAY ROUTES 130 & 206

530' AASHTO SIGHT TRIANGLE FOR A 55 MPH HIGHWAY

3 JV

5 VR

1 AS

6 QP

6 QP

10 AR

9 AR

11 LSW

8 LSW

6 LSW

3 QP9 NS ENTIRE TREE PLANTING AREA TO
RECEIVE 3" OF SHREDDED MULCH

1 TC

2 AS

1 AS

1 AS

1 AS

1 AS

NO. DESCRIPTION

SHEET NUMBER:

ALL DOCUMENTS PREPARED BY THE PETTIT GROUP, LLC
ARE INSTRUMENTS OF SERVICE IN RESPECT TO THE
PROJECT.  THEY ARE  NOT INTENDED OR REPRESENTED
TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON
EXTENSIONS OF THE PROJECT OR ANY OTHER PROJECT.
ANY REUSE WITHOUT WRITTEN PERMISSION BY THE
PETTIT GROUP, LLC FOR THE SPECIFIC PURPOSE
INTENDED WILL BE AT THE OWNERS SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO THE
PETTIT GROUP, LLC AND OWNER SHALL INDEMNIFY
AND HOLD HARMLESS THE PETTIT GROUP, LLC FROM
CLAIMS, DAMAGES, LOSSES AND EXPENSES ARISING
OUT OF OR RESULTING THEREFROM.

THE CONTRACTOR MUST VERIFY ALL DIMENSIONS
PRIOR TO PROCEEDING WITH THE WORK AND NOTIFY
THE OWNER OF ANY DISCREPANCIES.  THE
CONTRACTOR SHALL UNDERSTAND THAT THE
LOCATION OF UTILITIES SHOWN ON THE PLANS ARE
ONLY APPROXIMATE.  IT IS IMPORTANT TO NOTE THAT
NOT ALL UTILITIES MAY BE SHOWN ON THE PLANS.  IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ALL UTILITIES (AERIAL AND BURIED) PRIOR TO THE
START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO CONTACT THE UNDERGROUND
UTILITY MARK OUT SERVICE (1-800-272-1000) PRIOR TO
THE START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO REPAIR (AT HIS EXPENSE) ALL
DAMAGED UTILITIES RESULTING FROM HIS WORK.
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CHECKED BY:

DRAWN BY:

DESIGNED BY: JOB NO:

SCALE:

DATE:

SHEET TITLE:

DATE

REVISIONS

of

PRELIMINARY / FINAL
MAJOR SITE PLAN

191 US ROUTE 130
BLOCK 63, LOTS 3 & 4.01 PLATE 13

BORDENTOWN TOWNSHIP
BURLINGTON COUNTY

NEW JERSEY

OWNER:
191 BORDENTOWN LLC
191 ROUTE 130 NORTH

BORDENTOWN, NJ 08505

APPLICANT:
CURALEAF NJ, INC.

111 COOLIDGE AVENUE
BELLMAWR, NJ 08031
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2 ADDED FLOOD HAZARD LINE 05/05/20

3 PER BOARD PROF. REVIEW 7/17/20

5

10

BWC

JCD

BWC

02/10/20

Professional Engineer
State of New Jersey • License # GE 51748

State of Pennsylvania • License # PE081074
State of Maryland • License # 54411

BRIAN W. CLEARY , PE

FOR APPROVAL
PURPOSES ONLY

1 PER COMPLETENESS REVIEW 03/09/20

4 PER BOARD PROF. REVIEW 08/10/20

PER TOWNSHIP REVIEW 08/27/20
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LANDSCAPING &
LIGHTING PLAN

SCALE FEET

030 6030

1" = 30'

LANDSCAPE NOTES:
1. ALL DISTURBED AREAS ARE TO BE STABILIZED WITH 6" OF TOPSOIL IN

ADDITION TO BEING SEEDED WITH THE SEED MIXTURE NOTED ON THE
SOIL EROSION PLAN(S) (AFTER FINAL GRADING).

2. ALL SEEDED AREAS SHALL BE LIMED AND FERTILIZED AT THE RATE
DETERMINED BY SOIL ANALYSIS AND APPROVED BY THE MUNICIPAL
ENGINEER OR THE SOIL CONSERVATION DISTRICT, OR AT THE RATES
SPECIFIED ON THE "SOIL EROSION AND SEDIMENT CONTROL AND
DRAINAGE AREA PLAN".

3. LOCATION OF PROPOSED PLANT MATERIAL MAY BE ADJUSTED IN FIELD
BY THE LANDSCAPE CONTRACTOR ONLY WITH APPROVAL OF THE
LANDSCAPE ARCHITECT OR APPROVING ENGINEER.

4. ALL SHADE TREES SHALL BE PLANTED IN A DORMANT STATE.

5. THE PLANTING HOLE BACKFILL MIX SHALL CONSIST OF 2 PARTS
TOPSOIL, 1 PART PEAT MOSS, EXCEPT IN WET SOILS WHERE SAND WILL
REPLACE THE PEAT MOSS.

6. ALL PLANT MATERIAL SHALL BE WATERED UNTIL SOAKED
IMMEDIATELY AFTER PLANTING.  FOLLOWING INITIAL PLANTING
WATERING SHALL BE PROVIDED AS NEEDED TO ASSURE SURVIVAL OF
PLANT MATERIAL THROUGH THE FIRST TWO YEARS.

7. ALL MAINTENANCE SHALL BE PERFORMED IN ACCORDANCE WITH
COMMONLY ACCEPTED HORTICULTURAL PRACTICES.

8. SEE SOIL EROSION & SEDIMENT CONTROL PLAN FOR GRASS SEEDING
MIXTURE, RATES OF APPLICATION AND/OR SOD COMPOSITION.

9. ALL PLANTS AND PLANTING STANDARDS SHALL CONFORM TO OR
SURPASS MINIMUM QUALITY STANDARDS AS DEFINED BY THE CURRENT
CURRENT EDITION OF AMERICAN STANDARD FOR NURSERY STOCK
PUBLISHED BY AMERICANHORT.  ALL PLANT MATERIAL SHALL BE
NURSERY GROWN AND PLANT TAGS SHALL BE SUBMITTED DURING
INSTALLATION.

10. SHOULD A SPECIES BE UNAVAILABLE AT THE TIME OF INSTALLATION,
ALL SUBSTITUTIONS ARE SUBJECT TO THE APPROVAL OF THE
LANDSCAPE ARCHITECT OR APPROVING ENGINEER.

11. IN THE EVENT THAT DISCREPANCIES OCCUR BETWEEN THE QUANTITIES
OF PLANTS INDICATED ON THE PLANT LIST AND AS INDICATED ON THE
PLAN, THE PLANT QUANTITIES ON THE PLAN SHALL GOVERN.

12. ALL PAVING AND SUBBASE MATERIAL, INDICATED TO BE REMOVED,
SHALL BE ENTIRELY REMOVED AND REPLACED WITH CLEAN FILL AND
TOPSOIL.  TOPSOIL SHALL BE INSTALLED TO A DEPTH AS STATED ABOVE.

13. ALL PROPOSED PLANT MATERIAL SHALL BE FULLY GUARANTEED FOR
TWO (2) YEARS FROM DATE OF INSTALLATION AND SHALL BE IN A
HEALTHY AND VIGOROUS CONDITION.  ANY PLANT MATERIAL WHICH
DIES WITHIN THAT PERIOD SHALL BE REPLACED WITH THE SAME SIZE
AND SPECIES OF PLANT MATERIAL DURING THE NEXT GROWING SEASON.
DEAD OR DYING WHIP TREE PLANTINGS SHALL BE REPLACED WITHIN
THIS TIME PERIOD TO ASSURE 80% SURVIVAL.

14. ALL SHADE TREES TO BE PLANTED IN A MULCHED PLANTING RING.
SHRUBS, EVERGREEN TREES, AND ORNAMENTAL TREES SHALL BE
PLANTED IN PLANTING BEDS.

15. IRRIGATION SHALL BE PROVIDED IN THE FRONT LANDSCAPED AREAS,
INCLUDING THE AREA IN FRONT OF THE BUILDING AND THE AREA
ALONG ROUTE 130

16. ALL STUMPS, TREE PARTS, LITTER, BRUSH, WEEDS AND OTHER DEBRI
SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN ACCORDANCE
WITH TOWNSHIP REQUIREMENTS

LIGHTING NOTES:
1. THIS PLAN ILLUSTRATES LIGHTING LOCATIONS AND ILLUMINATION

LEVELS ONLY. REFER TO ELECTRICAL ENGINEERING PLANS FOR
CIRCUITRY DESIGN AND SPECIFICATIONS.

2. ALL PROPOSED LIGHTING IS DARK SKY FRIENDLY AS PER HOLOPHANE
LIGHTING REPRESENTATIVE.

2. ALL SUBSTITUTIONS TO THE FIXTURES SPECIFIED MUST BE
ACCOMPANIED BY A HORIZONTAL PHOTOMETRIC STUDY
DEMONSTRATING THAT THE FIXTURE(S) IN QUESTION WILL MEET THE
DESIGN INTENT OF THIS PLAN. SUBSTITUTION REQUESTS WITHOUT A
PHOTOMETRIC STUDY WILL BE REJECTED.

BARE ROOT WHIP
4' - 6' HEIGHT

NOTES:

1. TEMPORARY TREE
TUBES TO BE
INSTALLED AT THE
TIME OF PLANTING PER
MANUFACTURER'S
SPECIFICATIONS.

N.T.S.

(WHIP PLANTINGS) 

4' HEIGHT TREE TUBE
W/WOOD STAKE AND ZIP
TIES BY TUBEX OR
APPROVED EQUAL

TEMPORARY TREE TUBE DETAIL

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Access Drive Lane 2.2 fc 4.9 fc 1.5 fc 3.3:1 1.5:1

Front Entrance/Exit 

Drives
3.7 fc 7.4 fc 1.4 fc 5.3:1 2.6:1

Loading Zone 3.2 fc 6.0 fc 1.2 fc 5.0:1 2.7:1

Parking Curbside 

Handicap
1.8 fc 2.7 fc 1.1 fc 2.5:1 1.6:1

Parking Rear Lot 2.3 fc 5.0 fc 1.0 fc 5.0:1 2.3:1

Parking Side Lot 3.1 fc 6.8 fc 1.0 fc 6.8:1 3.1:1

Rt. 130 North 0.2 fc 3.4 fc 0.0 fc N/A N/A

Setback 0.5 fc 5.7 fc 0.0 fc N/A N/A

Sidewalks 3.1 fc 6.4 fc 1.5 fc 4.3:1 2.1:1

Surrounding Properties 0.0 fc 0.2 fc 0.0 fc N/A N/A

Schedule
Symbol Label Quantity Manufacturer Catalog Number Description Lamp Number 

Lamps LLFWattage

A
9 Holophane

B
4 Holophane

C
4 American Electric Lighting

D
5 American Electric Lighting

E
3 American Electric Lighting

Lumens
Per Lamp

F

G

H

3

4

3

Holophane

Holophane

Holophane

HLWPC2 P20 30K XX 
TFTM WALL MOUNT 10 FT 

HLWPC2 P10 30K XX 
T4M WALL MOUNT 10 FT 

ATB0 30BLEDE13 
XXXXX R5 3K 
TWIN@180 DEGREES 
20 FT POLE HEIGHT

ATB0 30BLEDE13 
XXXXX R4 3K SINGLE 
20 FT POLE 

ATB0 20BLEDE13 
XXXXX R4 3K HSS REAR 
SHIELD SINGLE 20 FT 
POLE 

GELF2 P60 30K XX X X 
L5 SINGLE 20 FT POLE 

GELF2 P60 30K XX X X 
L4 SINGLE 20 FT POLE 

GELF2 P60 30K XX X X 
L5 TWIN@180 
DEGREES 20 FT POLE 

Wallpack Full Cutoff LED, LED 
Performance Package P10, 3000 
series CCT, Voltage, Forward 
Throw Medium

Wallpack Full Cutoff LED, LED 
Performance Package P10, 3000 
series CCT, Voltage, Type IV Medium 
ATB0 SERIES LED 1300MA TYPE 
5 3000K CCT

ATB0 SERIES LED 1300MA TYPE 
4 3000K CCT

ATB0 SERIES LED 1300MA TYPE 
4 3000K CCT HSS

GlasWerks LED Hallbrook - Flat 
Glass, LED Package 60, 3000K, 
Type 5 distribution

GlasWerks LED Hallbrook - Flat 
Glass, LED Package 60, 3000K, 
Type 4 distribution

GlasWerks LED Hallbrook - Flat 
Glass, LED Package 60, 3000K, 
Type 5 distribution

LED 1

LED

LED Array

LED Array

LED Array

LED

LED

LED

1

1

1

1

1

1

1

5440

2858

14452

13680

7370

12967

12386

12967

0.9

0.9

0.9

0.9

0.9

0.9

0.9

0.9

47

28

252

125

85

140

140

280
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NO. DESCRIPTION

SHEET NUMBER:

ALL DOCUMENTS PREPARED BY THE PETTIT GROUP, LLC
ARE INSTRUMENTS OF SERVICE IN RESPECT TO THE
PROJECT.  THEY ARE  NOT INTENDED OR REPRESENTED
TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON
EXTENSIONS OF THE PROJECT OR ANY OTHER PROJECT.
ANY REUSE WITHOUT WRITTEN PERMISSION BY THE
PETTIT GROUP, LLC FOR THE SPECIFIC PURPOSE
INTENDED WILL BE AT THE OWNERS SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO THE
PETTIT GROUP, LLC AND OWNER SHALL INDEMNIFY
AND HOLD HARMLESS THE PETTIT GROUP, LLC FROM
CLAIMS, DAMAGES, LOSSES AND EXPENSES ARISING
OUT OF OR RESULTING THEREFROM.

THE CONTRACTOR MUST VERIFY ALL DIMENSIONS
PRIOR TO PROCEEDING WITH THE WORK AND NOTIFY
THE OWNER OF ANY DISCREPANCIES.  THE
CONTRACTOR SHALL UNDERSTAND THAT THE
LOCATION OF UTILITIES SHOWN ON THE PLANS ARE
ONLY APPROXIMATE.  IT IS IMPORTANT TO NOTE THAT
NOT ALL UTILITIES MAY BE SHOWN ON THE PLANS.  IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ALL UTILITIES (AERIAL AND BURIED) PRIOR TO THE
START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO CONTACT THE UNDERGROUND
UTILITY MARK OUT SERVICE (1-800-272-1000) PRIOR TO
THE START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO REPAIR (AT HIS EXPENSE) ALL
DAMAGED UTILITIES RESULTING FROM HIS WORK.

PROJECT:

CHECKED BY:

DRAWN BY:

DESIGNED BY: JOB NO:

SCALE:

DATE:

SHEET TITLE:

DATE

REVISIONS

of

PRELIMINARY / FINAL
MAJOR SITE PLAN

191 US ROUTE 130
BLOCK 63, LOTS 3 & 4.01 PLATE 13

BORDENTOWN TOWNSHIP
BURLINGTON COUNTY

NEW JERSEY

OWNER:
191 BORDENTOWN LLC
191 ROUTE 130 NORTH

BORDENTOWN, NJ 08505

APPLICANT:
CURALEAF NJ, INC.

111 COOLIDGE AVENUE
BELLMAWR, NJ 08031
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SOIL EROSION &
SEDIMENT

CONTROL PLAN

SCALE FEET

030 6030

1" = 30'

SOIL DE-COMPACTION AND TESTING REQUIREMENTS

SOIL COMPACTION TESTING REQUIREMENTS

1. SUBGRADE SOILS PRIOR TO THE APPLICATION OF TOPSOIL (SEE PERMANENT
SEEDING AND STABILIZATION NOTES FOR TOPSOIL REQUIREMENTS) SHALL BE FREE OF
EXCESSIVE COMPACTION TO A DEPTH OF 6.0 INCHES TO ENHANCE THE
ESTABLISHMENT OF PERMANENT VEGETATIVE COVER.

2. AREAS OF THE SITE WHICH ARE SUBJECT TO COMPACTION TESTING AND/OR
MITIGATION ARE GRAPHICALLY DENOTED ON THE CERTIFIED SOIL EROSION
CONTROL PLAN.

3. COMPACTION TESTING LOCATIONS ARE DENOTED ON THE PLAN.  A COPY OF THE
PLAN OR PORTION OF THE PLAN SHALL BE USED TO MARK LOCATIONS OF TESTS, AND
ATTACHED TO THE COMPACTION REMEDIATION FORM, AVAILABLE FROM THE LOCAL
SOIL CONSERVATION DISTRICT.  THIS FORM MUST BE FILLED OUT AND SUBMITTED
PRIOR TO RECEIVING A CERTIFICATE OF COMPLIANCE FROM THE DISTRICT.

4. IN THE EVENT THAT  TESTING INDICATES COMPACTION IN EXCESS OF THE MAXIMUM
THRESHOLDS INDICATED FOR THE SIMPLIFIED TESTING METHODS (SEE DETAILS
BELOW), THE CONTRACTOR/OWNER SHALL HAVE THE OPTION TO PERFORM EITHER (1)
COMPACTION MITIGATION OVER THE ENTIRE MITIGATION AREA DENOTED ON THE
PLAN  (EXCLUDING EXEMPT AREAS),  OR (2) PERFORM ADDITIONAL, MORE DETAILED
TESTING TO ESTABLISH THE LIMITS OF EXCESSIVE COMPACTION WHEREUPON ONLY
THE EXCESSIVELY COMPACTED AREAS WOULD REQUIRE COMPACTION MITIGATION.
ADDITIONAL DETAILED TESTING SHALL BE PERFORMED BY A TRAINED, LICENSED
PROFESSIONAL.

COMPACTION TESTING METHODS

A. PROBING WIRE TEST (SEE DETAIL)
B. HAND-HELD PENETROMETER TEST (SEE DETAIL)
C. TUBE BULK DENSITY TEST (LICENSED PROFESSIONAL ENGINEER REQUIRED
D. NUCLEAR DENSITY TEST (LICENSED PROFESSIONAL ENGINEER REQUIRED)

NOTE: ADDITIONAL TESTING METHODS WHICH CONFORM TO ASTM STANDARDS AND
SPECIFICATIONS, AND WHICH PRODUCE A DRY WEIGHT, SOIL BULK DENSITY
MEASUREMENT MAY BE ALLOWED SUBJECT TO DISTRICT APPROVAL.

SOIL COMPACTION TESTING IS NOT REQUIRED IF/WHEN SUBSOIL COMPACTION
REMEDIATION (SCARIFICATION/TILLAGE (6" MINIMUM DEPTH) OR SIMILAR) IS
PROPOSED AS PART OF THE SEQUENCE OF CONSTRUCTION.

PROCEDURES FOR SOIL COMPACTION MITIGATION

1. PROCEDURES SHALL BE USED TO MITIGATE EXCESSIVE SOIL COMPACTION PRIOR TO
PLACEMENT OF TOPSOIL AND ESTABLISHMENT OF PERMANENT VEGETATIVE COVER.

2. RESTORATION OF COMPACTED SOILS SHALL BE THROUGH DEEP
SCARIFICATION/TILLAGE (6" MINIMUM DEPTH) WHERE THERE IS NO DANGER TO
UNDERGROUND UTILITIES (CABLES, IRRIGATION SYSTEMS, ETC.).  IN THE
ALTERNATIVE, ANOTHER METHOD AS SPECIFIED BY A NEW JERSEY LICENSED
PROFESSIONAL ENGINEER MAYBE SUBSTITUTED SUBJECT TO DISTRICT APPROVAL.

SITE SOILS
NAME SYMBOL DESCRIPTION

KEYPORT LOAM KeoC 5 TO 10 PERCENT SLOPES
KEYPORT LOAM KeoD 10 TO 15 PERCENT SLOPES

URBAN LAND, CLAYEY SUBSTRATUM URCLAB 0 TO 8 PERCENT SLOPES

TOTAL AREA OF DISTURBANCE: 2.44 ACRES (106,127 SF)

SOILS MAP
NOT TO SCALE

U
S 

H
IG

H
W

A
Y 

13
0

O
R

C
H

A
R

D
 L

A
N

EURCLAB

KeoC

KeoD

POSSIBLE SOIL RESTORATION AREA: 1.40 ACRES (61,000 SF)

SOIL COMPACTION TESTS: 9

TOPSOIL STOCKPILE

INLET PROTECTION

LEGEND

LOD LOD LIMIT OF DISTURBANCE

CONSTRUCTION
ENTRANCE

FILTER SOCK

REINFORCED SILT FENCE

SILT FENCE

 
 
 

POSSIBLE SOIL
RESTORATION AREA

SOIL COMPACTION TEST

NOTE:  SOIL SHOULD BE MOIST BUT NOT
SATURATED.  DO NOT TEST WHEN SOIL IS
EXCESSIVELY DRY OR SUBJECT TO FREEZING
TEMPERATURES.  SLOW, STEADY DOWNWARD
PRESSURE USED TO ADVANCE THE PROBE.
MEASURE DEPTH WHEN GAGE READING
REACHES 300 PSI OR DEPTH OF 6"

NOTES:
1. PENETROMETER MAY BE  RE-INSERTED

IF/WHEN AN OBSTRUCTION (ROCK,
ROOT, DEBRIS) IS ENCOUNTERED.

GAGE READING 300 PSI
OR LESS AT 6"

USE CORRECT SIZE TIP
FOR SOIL TYPE

6" MIN. VISIBLE MARK ON
SHAFT AT DEPTH

18
" 

- 2
1"

6" MIN. VISIBLE MARK ON
WIRE AT DEPTH

NOTE:  SOIL SHOULD BE MOIST BUT
NOT SATURATED.  DO NOT TEST
WHEN SOIL IS EXCESSIVELY DRY
OR SUBJECT TO FREEZING
TEMPERATURES. SLOW, STEADY
DOWNWARD PRESSURE USED TO
ADVANCE THE WIRE. RECORD DEPTH OF PENETRATION WHEN

WIRE DEFORMS; MINIMUM DEPTH OF 6"
TO PASS TEST.  EITHER PREMEDITATE OR
PERFORM THE NEXT TEST.

SOIL TESTING
N.T.S.

PROBING WIRE SOIL COMPACTION TEST

15.5 GAUGE STEEL WIRE SURVEY FLAG

NOTES:
1. WIRE MAY BE RE-INSERTED

IF/WHEN AN OBSTRUCTION (ROCK,
ROOT, DEBRIS) IS ENCOUNTERED.

HANDHELD SOIL COMPACTION PENETROMETER TEST
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THE OWNER OF ANY DISCREPANCIES.  THE
CONTRACTOR SHALL UNDERSTAND THAT THE
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SESC NOTES &
DETAILS

BURLINGTON COUNTY SOIL CONSERVATION NOTES:
1) LIST OF STATEMENTS NECESSARY FOR A COMPLETE APPLICATION1. ALL APPLICABLE EROSION AND SEDIMENT

CONTROL PRACTICES SHALL BE IN PLACE PRIOR TO ANY GRADING OPERATION AND/OR INSTALLATION OF
PROPOSED STRUCTURES OR UTILITIES.

2) SOIL EROSION AND SEDIMENT CONTROL PRACTICES ON THE PLAN SHALL BE CONSTRUCTED IN ACCORDANCE
WITH THE STANDARDS FOR SOIL EROSION AND SEDIMENT CONTROL IN NEW JERSEY.

3) ALL APPLICABLE EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE LEFT IN PLACE UNTIL
CONSTRUCTION IS COMPLETED AND/OR THE AREA IS STABILIZED.

4) ANY DISTURBED AREA THAT WILL BE LEFT EXPOSED FOR MORE THAN SIXTY (60) DAYS AND NOT SUBJECT TO
CONSTRUCTION TRAFFIC SHALL IMMEDIATELY RECEIVE A TEMPORARY SEEDING AND FERTILIZATION IN
ACCORDANCE WITH THE STANDARDS. IF THE SEASON PROHIBITS TEMPORARY SEEDING, THE DISTURBED
AREAS WILL BE MULCHED WITH SALT HAY OR EQUIVALENT AND ANCHORED IN ACCORDANCE WITH THE
STANDARDS.

5) ALL CRITICAL AREAS SUBJECT TO EROSION WILL RECEIVE A TEMPORARY SEEDING IN COMBINATION WITH
STRAW MULCH IN ACCORDANCE WITH THE STANDARDS IMMEDIATELY FOLLOWING ROUGH GRADING.

6) THE SITE SHALL AT ALL TIMES BE GRADED AND MAINTAINED SUCH THAT ALL STORMWATER RUNOFF IS
DIVERTED TO SOIL EROSION AND SEDIMENT CONTROL FACILITIES.

7) ALL SOIL EROSION AND SEDIMENT CONTROL STRUCTURES WILL BE INSPECTED AND MAINTAINED ON A
REGULAR BASIS AND AFTER EVERY STORM EVENT.

8) SOIL STOCKPILES ARE NOT TO BE LOCATED WITHIN FIFTY (50) FEET OF A FLOODPLAIN, SLOPE, ROADWAY OR
DRAINAGE FACILITY. THE BASE OF ALL STOCKPILES SHOULD BE PROTECTED BY A HAY BALE BARRIER OR
SEDIMENT FENCE. PROPOSED LOCATIONS MUST BE DELINEATED ON THE PLANS.

9) A CRUSHED STONE TIRE CLEANING PAD WILL BE INSTALLED WHEREVER A CONSTRUCTION ACCESS EXISTS.
THE RIP RAP PAD MUST BE 100 FEET IN LENGTH AND THE STONE MUST BE 1.5” -4” IN SIZE,PLACED 12” THICK
AND THE FULL WIDTH OF THE ENTRANCE. IT SHOULD BE UNDERLAIN WITH A SUITABLE SYNTHETIC FILTER
FABRIC AND MAINTAINED. THE STRUCTURE MUST BE DELINEATED AND DETAILED ON THE PLANS.

10) IF A STONE CONSTRUCTION ACCESS IS TO BE USED AS AN EXIT ONTO A MAJOR HIGHWAY, A THIRTY (30) FOOT
PAVED TRANSITION AREA SHALL BE INSTALLED.

11) ALL DRIVEWAYS MUST BE STABILIZED WITH 2 ½” CRUSHED STONE OR SUB BASE PRIOR TO INDIVIDUAL LOT
CONSTRUCTION.

12) PAVED ROADWAYS MUST BE KEPT CLEAN AT ALL TIMES.

13) ALL CATCHBASIN INLETS WILL BE PROTECTED DURING CONSTRUCTION (FILTER DETAILS APPEAR ON PLAN).

14) ALL STORM DRAINAGE OUTLETS WILL BE STABILIZED BEFORE THE DISCHARGE POINTS BECOME
OPERATIONAL.

15) ALL DEWATERING OPERATIONS MUST DISCHARGE DIRECTLY INTO A SEDIMENT FILTRATION DEVICE. THE
SEDIMENT FILTER MUST BE PLACED SO AS NOT TO CAUSE EROSION OF THE DOWNSTREAM AREA. FIELD
PLACEMENT AND USE OF THE STRUCTURE MUST BE APPROVED BY THE DISTRICT EROSION CONTROL
INSPECTOR PRIOR TO COMMENCEMENT OF DEWATERING ACTIVITIES.

16) THE BURLINGTON COUNTY SOIL CONSERVATION DISTRICT SHALL BE NOTIFIED 72 HOURS PRIOR TO ANY LAND
DISTURBANCE.

17) SOIL HAVING A PH OF 4.0 OR LESS OR CONTAINING IRON SULFIDE MUST BE COVERED WITH A MINIMUM OF 12
INCHES OF SOIL HAVING A PH OF 5.0 OR MORE BEFORE SEEDBED PREPARATION.

18) IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER TO PROVIDE CONFIRMATION OF LIME, FERTILIZER AND
SEED APPLICATION RATES AT THE REQUEST OF THE BURLINGTON COUNTY SOIL CONSERVATION DISTRICT.

19) NJSA 4:24-39, ET SEQ. REQUIRES THAT NO CERTIFICATE OF OCCUPANCY BE ISSUED BEFORE ALL THE
PROVISIONS OF THE CERTIFIED SOIL EROSION AND SEDIMENT CONTROL PLAN HAVE BEEN COMPLIED WITH
FOR PERMANENT MEASURES. ALL SITE WORK FOR THE PROJECT MUST BE COMPLETED PRIOR TO THE DISTRICT
ISSUING A REPORT OF COMPLIANCE AS A PREREQUISITE TO THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY
BY THE MUNICIPALITY.

20) NJSA 4:24-39, ET SEQ. REQUIRES THAT UPON PERMANENT SITE STABILIZATION AND COMPLETION OF
CONSTRUCTION THE CONTRACTOR SHALL APPLY TO THE SOIL CONSERVATION DISTRICT FOR A FINAL
COMPLIANCE INSPECTION TO CHECK THAT ALL THE PROVISIONS OF THE CERTIFIED SOIL EROSION AND
SEDIMENT CONTROL PLAN HAVE BEEN COMPLIED WITH FOR PERMANENT MEASURES.

21) OFF-SITE SEDIMENT DISTURBANCE MAY REQUIRE ADDITIONAL CONTROL MEASURES TO BE DETERMINED BY
THE DISTRICT EROSION CONTROL INSPECTOR.

22) A COPY OF THE CERTIFIED SOIL EROSION AND SEDIMENT CONTROL PLAN MUST BE MAINTAINED ON THE
PROJECT SITE DURING CONSTRUCTION.

23) ANY CONVEYANCE OF THIS PROJECT PRIOR TO ITS COMPLETION WILL TRANSFER FULL RESPONSIBILITY FOR
COMPLIANCE WITH THE CERTIFIED PLAN TO ALL SUBSEQUENT OWNERS.

24) IMMEDIATELY AFTER THE COMPLETION OF STRIPPING AND STOCKPILING TOPSOIL, THE STOCKPILE SHALL BE
SEEDED WITH TEMPORARY VEGETATION. STABILIZE TOPSOIL STOCKPILES WITH STRAW MULCH FOR
PROTECTION IF THE SEASON DOES NOT PERMIT THE ESTABLISHMENT OF TEMPORARY SEED.

25) ANY CHANGES TO THE SITE PLAN WILL REQUIRE THE SUBMISSION OF A REVISED SOIL EROSION AND
SEDIMENT CONTROL PLAN TO THE BURLINGTON COUNTY SOIL CONSERVATION DISTRICT. THE REVISED PLAN
MUST BE IN ACCORDANCE WITH THE CURRENT STANDARDS FOR SOIL EROSION AND SEDIMENT CONTROL IN
NEW JERSEY.

26) MAXIMUM SIDE SLOPES OF ALL EXPOSED SURFACES SHALL NOT BE CONSTRUCTED STEEPER THAN 3:1.

27) THE DISTRICT EROSION CONTROL INSPECTOR MAY REQUIRE ADDITIONAL MEASURES TO BE INSTALLED.

28) IMMEDIATELY PRIOR TO TOPSOIL APPLICATION, THE SUBSOIL SHALL BE EVALUATED FOR COMPACTION IN
ACCORDANCE WITH THE STANDARD FOR LAND GRADING.  SEE DETAILS.

29) NJSA 4:24-39 ET SEQ. REQUIRES THAT NO CERTIFICATE OF OCCUPANCY BE ISSUED BEFORE THE COMPLETION
OF A SOIL COMPACTION MITIGATION VERIFICATION FORM AND CONFIRMATION BY THE DISTRICT INSPECTOR
THAT THE COMPACTION MITIGATION REQUIREMENTS IN THE STANDARD FOR LAND GRADING HAVE BEEN
SUFFICIENTLY ADDRESSED.

30) THE RESPONSIBILITY FOR EROSION CONTROLS FOR INDIVIDUAL LOTS WILL TRANSFER TO SUBSEQUENT
OWNERS OF THE LOT. THIS RESPONSIBILITY WILL BE DESCRIBED IN THE DEED, AND A SINGLE FAMILY HOME
PLAN CONTAINING ALL NECESSARY EROSION CONTROLS WILL BE PROVIDED TO THE OWNER.

31) CONCRETE TRUCK WASHOUT AREAS WILL BE MAINTAINED ON A CONTINUAL BASIS AND AS NEEDED.

32) THE STORMWATER POLLUTION PREVENTION PLAN AND THE SPILL RESPONSE PLAN SHALL BE AVAILABLE ON
SITE FOR REVIEW BY THE SCD INSPECTOR AND/OR THE NJDEP INSPECTOR.

33) THE SCD INSPECTOR OR NJDEP INSPECTOR MAY REQUIRE ADDITIONAL MEASURES FOR STORMWATER
POLLUTION PREVENTION TO BE INSTALLED.

34) INSPECTIONS OF ALL STORMWATER POLLUTION PREVENTION PLAN MEASURES WILL BE CONDUCTED AND
DOCUMENTED ON A REGULAR BASIS AND AFTER EVERY STORM EVENT.

35) WASTE COLLECTION CONTAINERS WILL NOT BE PERMITTED TO OVERFLOW.

36) ANY SPILLS OF HAZARDOUS OR SANITARY WASTES WILL BE CLEANED UP IMMEDIATELY, AND IN
ACCORDANCE WITH THE SPILL RESPONSE PLAN. SPILL KITS MUST BE AVAILABLE ONSITE OR ADJACENT TO
THE SITE.

37) ANY HAZARDOUS SUBSTANCE RELEASES IN EXCESS OF REPORTABLE QUANTITIES (RQ) ESTABLISHED UNDER
40 C.F.R. 110, 117 AND 302 THAT OCCUR WITHIN A 24-HOUR PERIOD MUST BE REPORTED THE NATIONAL
RESPONSE CENTER (800 424-8802)

GENERAL NOTES

1. THE CONTRACTOR SHALL SCHEDULE AND CONDUCT HIS OPERATIONS TO
MINIMIZE EROSION OF SOILS AND TO PREVENT SILTING AND MUDDYING
OF STREAMS, RIVERS, IRRIGATION SYSTEMS AND IMPOUNDMENTS (LAKES,
RESERVOIRS, ETC.)  CONSTRUCTION OF DRAINAGE FACILITIES AND
PERFORMANCE OF THEIR CONTRACT WORK WHICH WILL CONTRIBUTE TO
THE CONTROL OF EROSION AND SEDIMENTATION SHALL BE CARRIED OUT
IN CONJUNCTION WITH EARTHWORK OPERATIONS OR AS SOON
THEREAFTER AS PRACTICABLE.  THE AREA OF BARE SOIL EXPOSED AT
ANY ONE TIME BY CONSTRUCTION OPERATIONS SHALL BE KEPT TO A
MINIMUM.

2. PRIOR TO A SUSPENSION OF CONSTRUCTION OPERATIONS FOR A PERIOD
OF 20 DAYS OR MORE, ANY AREA THAT HAS BEEN DISTURBED AND LEFT
EXPOSED SHALL RECEIVE TEMPORARY STABILIZATION.

3. POLLUTANTS SUCH AS FUELS, LUBRICANTS, BITUMENS, RAW SEWAGE
AND OTHER HARMFUL MATERIALS SHALL NOT BE DISCHARGED INTO OR
NEAR RIVERS, STREAMS AND IMPOUNDMENTS OR INTO NATURAL OR
MANMADE CHANNELS LEADING THERETO.  WASH WATER OR WASTE
FROM CONCRETE MIXING OPERATIONS SHALL NOT BE ALLOWED TO
ENTER LIVE STREAMS.

4. ALL APPLICABLE REGULATIONS OF FISH AND WILDLIFE AGENCIES AND
STATUTES RELATING TO THE PREVENTION AND ABATEMENT OF
POLLUTION SHALL BE COMPLIED WITHIN THE PERFORMANCE OF THE
CONTRACT.

5. NJSA 4:24-30 ET SEQ. REQUIRES THAT NO CERTIFICATE OF OCCUPANCY BE
ISSUED BEFORE THE COMPLETION OF A SOIL MITIGATION VERIFICATION
FORM AND CONFIRMATION BY THE DISTRICT INSPECTOR THAT THE
COMPACTION MITIGATION REQUIREMENTS IN THE STANDARDS FOR LAND
GRADING HAVE BEEN SUFFICIENTLY ADDRESSED.

MAINTENANCE NOTES

1. SEDIMENTATION COLLECTED IN THE DETENTION BASIN SHALL BE
REMOVED AFTER IT HAS BUILT UP TO THE ELEVATION OF THE BOTTOM OF
THE DEWATERING HOLE IN THE WATERTIGHT RISER.  ALL SILT
COLLECTED SHALL BE PLACED BACK UP ON THE SITE.

2. SEEDED AREAS THAT HAVE WASHED AWAY SHALL BE FILLED AND
GRADED, AS NECESSARY, AND THEN RESEEDED.  ADDITIONAL HAY
MULCHING SHALL BE APPLIED TO RETAIN THE SEED UNTIL IT HAS A
CHANCE TO ROOT PROPERLY.

3. AREAS THAT CONTAIN SOD SHALL BE CHECKED VERY CAREFULLY TO
ENSURE THAT JOINTS BETWEEN THE SOD STRIPS ARE TIGHT AND SECURE.
WHERE JOINT SEPARATION IS IN EVIDENCE, A CAREFUL INSPECTION OF
EACH JOINT SHALL BE MADE TO DETERMINE WHETHER UNDERMINING OF
THE STRIPS IS OCCURRING.  IF IT IS, THE STRIPS SHALL BE ROLLED UP, THE
SUBSURFACE SHALL BE FILLED AND GRADED, AS REQUIRED, AND THE
SOD STRIPS SHALL BE RELAID WITH THE PROPER JOINTS AND PEGGING.

4. A GOOD STAND OF VEGETATION SHALL BE DEFINED AS THE
MANUFACTURER'S RECOMMENDED HEIGHT.

5. SHOULD UNFORESEEN EROSIVE CONDITIONS DEVELOP DURING
CONSTRUCTION.  THE CONTRACTOR SHALL TAKE ACTION TO REMEDY
SUCH CONDITIONS AND TO PREVENT DAMAGE TO ADJACENT PROPERTIES
AS A RESULT OF INCREASED RUNOFF AND/OR SEDIMENT DISPLACEMENT.
SPECIAL ATTENTION SHOULD BE GIVEN TO FROZEN SLOPES.  STOCKPILES
OF WOOD CHIPS, HAY BALES, CRUSHED STONE AND OTHER MULCHES
SHALL BE HELD IN READINESS TO DEAL IMMEDIATELY WITH EMERGENCY
PROBLEMS OF EROSION.

6. DURING CONSTRUCTION THE CONTRACTOR WILL BE RESPONSIBLE FOR
SOIL EROSION CONTROL MAINTENANCE.  AFTER CONSTRUCTION THE
OWNER WILL BE RESPONSIBLE FOR MAINTAINING THE FACILITIES.

TEMPORARY SEEDING SELECTIONS AND OPTIMUM SEEDING
DATES

TEMPORARY SEEDING SHALL BE APPLIED ACCORDING TO THE ENCLOSED
CHART.  THE CONTRACTOR SHALL ADHERE TO THE RECOMMENDED SEEDING
DATES WHEN SELECTING TEMPORARY SEED TYPES.  FERTILIZE, LIME, AND
MULCH IN ACCORDANCE WITH RATES AND MATERIALS INDICATED ABOVE.

SEED SELECTION SEEDING RATE SEEDING DATES

PER ACRE PER 1,000 SF ZONE 6b-7a

SPRING OATS 86 LBS. 2 LBS. MAR 1 - MAY 15 (6b)
AUG. 15 - OCT. 1 (6b)
FEB. 15 - MAY 1 (7a)

AUG. 15 - OCT. 15 (7a)

PERENNIAL RYE GRASS 100 LBS. 1 LBS. MAR 1 - MAY 15 (6b)
AUG. 15 - OCT. 1 (6b)
FEB. 15 - MAY 1 (7a)

AUG. 15 - OCT. 15 (7a)

WINTER BARLEY 96 LBS. 2.2 LBS. AUG. 15 - OCT. 1 (6b)
AUG. 15 - OCT. 15 (7a)

ANNUAL RYE GRASS 100 LBS. 1 LBS. MAR. 15 - JUNE 1 (6b)
AUG. 1 - SEP. 15 (6b)
FEB. 15 - MAY 1 (7a)

AUG. 15 - OCT. 15 (7a)

WINTER CEREAL RYE 112 LBS. 2.8 LBS. AUG 1 - NOV. 15 (6b)
AUG 1 - DEC. 15 (7a)

PEARL MILLET * 20 LBS. 0.5 LBS. MAY 15 - AUG. 15 (6b)
MAY 1 - SEP. 1 (7a)

GERMAN OR
HUNGARIAN MILLET *

30 LBS. 0.7 LBS. MAY 15 - AUG. 15 (6b)
MAY 1 - SEP. 1 (7a)

* MAY BE PLANTED THROUGHOUT SUMMER IF SOIL MOISTURE IS ADEQUATE
OR CAN BE IRRIGATED

PERMANENT SEEDING NOTES

1. SITE PREPARATION:

- GRADE AS NEEDED AND FEASIBLE TO PERMIT THE USE OF CONVENTIONAL
EQUIPMENT FOR SEEDBED PREPARATION, SEEDING, MULCH APPLICATION,
AND MULCH ANCHORING.

- APPLY TOPSOIL IN A UNIFORM APPLICATION TO AN AVERAGE DEPTH OF 5.0
INCHES, MINIMUM OF 4 INCHES, FIRMED IN PLACE IS REQUIRED.  IMPORTED
TOPSOIL SHALL HAVE A MINIMUM ORGANIC MATTER CONTENT OF 2.75 PERCENT.
ORGANIC MATTER CONTENT MAY BE RAISED BY ADDITIVES.

2. PERMANENT SEEDBED PREPARATION:

- UNIFORMLY APPLY GROUND LIMESTONE AND FERTILIZER TO TOPSOIL WHICH
HAS BEEN SPREAD AND FIRMED ACCORDING TO SOIL TEST
RECOMMENDATIONS SUCH AS OFFERED BY RUTGERS COOPERATIVE
EXTENSION.  SOIL SAMPLE MAILERS ARE AVAILABLE FROM THE LOCAL
RUTGERS COOPERATIVE EXTENSION OFFICES
(HTTP://NJAES.RUTGERS.EDU/COUNTY/).

- FERTILIZER SHALL BE APPLIED AT THE RATE OF 500 POUNDS PER ACRE OR 11
POUNDS PER 1,000 SQUARE FEET OF 10-10-10 OR EQUIVALENT WITH 50% WATER
INSOLUBLE NITROGEN UNLESS A SOIL TEST INDICATES OTHERWISE.

- APPLY LIMESTONE AT THE RATE OF 2 TONS/ACRE UNLESS SOIL TESTING
INDICATES OTHERWISE.

- WORK LIME AND FERTILIZER INTO THE FIRST FOUR (4) INCHES OF SOIL WITH A
SPRING TOOTH OR DISC HARROW OR OTHER SUITABLE EQUIPMENT.

- SOILS HAVING A PH OF 4 OR LESS OR CONTAINING IRON SULFIDE SHALL BE
COVERED WITH A MINIMUM OF 12 INCHES OF SOIL HAVING A PH OF 5 OR MORE
BEFORE INITIATING SEEDBED PREPARATION.

3. PERMANENT SEEDING SHALL CONSIST OF MIXTURE NO. 15,  AS SPECIFIED IN THE
STANDARDS FOR SOIL EROSION AND SEDIMENT IN NEW JERSEY, OR APPROVED
EQUAL, AND THE FOLLOWING SEED RATES APPLY TO ALL PROPOSED METHODS
OF SEEDING:

MIXTURE NO. 15 (EXCESSIVELY TO MODERATELY WELL DRAINED SOILS)
· HARD FESCUE @ 3 LBS/1,000 SF
· CHEWINGS FESCUE @ 1 LBS/1,000 SF
· STRONG CREEPING RED FESCUE @ 1 LBS/1,000 SF
· PERENNIAL RYE GRASS @ 0.25 LBS/1,000 SF

MIXTURE NO. 16 (SOMEWHAT POOY TO POORLY DRAINED SOILS)
· ROUGH BLUEGRASS @ 2 LBS/1,000 SF
· STRONG CREEPING RED FESCUE @ 3 LBS/1,000 SF

- OPTIMUM SEEDING DATES
-- ZONE 5B/6A - BETWEEN AUGUST 1 AND OCTOBER 1
-- ZONE 6B - BETWEEN AUGUST 15 AND OCTOBER 15
-- ZONE 7A/7B - BETWEEN AUGUST 15 AND OCTOBER 30

- CONVENTIONAL SEEDING: PERFORMED BY APPLYING SEED UNIFORMLY BY
HAND, CYCLONE (CENTRIFUGAL) SEEDER, DROP SEEDER, DRILL OR
CULTIPACKER SEEDER. SEED SHALL BE INCORPORATED INTO THE SOIL WITHIN
24 HOURS OF SEEDBED PREPARATION AND TO A DEPTH OF 1/4 TO 1/2 INCH, BY
RAKING OR DRAGGING. THE DEPTH OF SEED PLACEMENT MAY BE 1/4 INCH
DEEPER ON COARSE-TEXTURED SOIL.

- HYDRO-SEEDING: HYDROSEEDING MAY BE EMPLOYED AS AN ALTERNATIVE
TO CONVENTIONAL SEEDING TO ESTABLISH PERMANENT VEGETATIVE COVER
USING THE FERTILIZATION, LIMING, AND SEEDING RATES DESCRIBED HEREIN.
THE USE OF HYDROSEEDING IS LIMITED TO FLATTER SLOPES AND ONLY
DURING THE OPTIMUM SEEDING PERIODS IN THE SPRING AND FALL.
FOLLOWING THE HYDROSEEDING OPERATION, SHORT-FIBERED WOOD OR
PAPER MULCH MAY BE APPLIED WITH THE HYDROSEEDER AT A RATE OF 1500
LB/ACRE.  MULCH SHALL NOT BE INCLUDED IN THE TANK WITH SEED.

- AFTER SEEDING, IT IS RECOMMENDED THAT THE SOIL BE FIRMED WITH A
CORRUGATED ROLLER TO ENSURE A GOOD SEED TO SOIL CONTACT AND
IMPROVE SEEDLIND EMERGENCE.

4. MULCHING: ALL SEEDED AREAS SHALL BE MULCHED. MULCH SHALL BE
UNIFORMLY SPREAD AND CONSIST OF SMALL GRAIN STRAW OR SALT HAY FREE
OF SEEDS APPLIED AT A RATE OF 70-90 LBS PER 1000 SF AND ANCHORED WITH A
LIQUID MULCH BINDER OR A CRIMPER.  IF A CRIMPER IS USED, THE MULCH
APPLICATION RATE SHALL BE INCREASED TO 135 LBS PER 1,000 SF.

5. IF SEASON PREVENTS THE ESTABLISHMENT OF A PERMANENT SEEDING, EXPOSED
AREAS TO BE STABILIZED WITH MULCH AS INDICATED IN NOTE 4.

6. ESTABLISHING PERMANENT VEGETATION MEANS 80% VEGETATIVE COVER OF
THE SEEDED SPECIES AND MOWED ONCE.

TEMPORARY SEEDING NOTES

1. SITE PREPARATION:

- GRADE AS NEEDED AND FEASIBLE TO PERMIT THE USE OF CONVENTIONAL
EQUIPMENT FOR SEEDBED PREPARATION, SEEDING, MULCH APPLICATION,
AND MULCH ANCHORING.

- WHERE SOILS HAVE BEEN COMPACTED, THE GROUND SURFACE SHALL BE
SCARIFIED TO A DEPTH OF 6" TO 12" IMMEDIATELY PRIOR TO SEEDING.

2. TEMPORARY SEEDBED PREPARATION:

- APPLY GROUND LIMESTONE AND FERTILIZER ACCORDING TO SOIL TEST
RECOMMENDATIONS SUCH AS OFFERED BY RUTGERS COOPERATIVE
EXTENSION.  SOIL SAMPLE MAILERS ARE AVAILABLE FROM THE LOCAL
RUTGERS COOPERATIVE EXTENSION OFFICES
(HTTP://NJAES.RUTGERS.EDU/COUNTY/).

- FERTILIZER SHALL BE APPLIED AT THE RATE OF 500 POUNDS PER ACRE OR 11
POUNDS PER 1,000 SQUARE FEET OF 10-20-10 OR EQUIVALENT WITH 50%
WATER INSOLUBLE NITROGEN UNLESS A SOIL TEST INDICATES OTHERWISE.

- APPLY LIMESTONE AT THE RATE OF 2 TONS/ACRE UNLESS SOIL TESTING
INDICATES OTHERWISE.

- WORK LIME AND FERTILIZER INTO THE FIRST FOUR (4) INCHES OF SOIL WITH
A SPRING TOOTH OR DISC HARROW OR OTHER SUITABLE EQUIPMENT.
RE-TILLING OF THE SOIL WILL BE REQUIREDIF SEEDBED IS COMPACTED
PRIOR TO APPLICATION OF SEED.

- HIGH SULFIDE SOILS OR SOILS HAVING A PH OF 4 OR LESS SHALL BE
INTERMIXED WITH LIMESTONE APPLIED AT THE RATE OF 10 TONS PER ACRE
(OR 450 POUNDS PER 1,000 SQUARE FEET OF SURFACE AREA ).

3. TEMPORARY SEEDING SHALL CONSIST OF ONE OF THE SEED SELECTIONS AND
OPTIMUM SEEDING DATES PROVIDED IN THE TABLE BELOW:

- CONVENTIONAL SEEDING: PERFORMED BY APPLYING SEED UNIFORMLY BY
HAND, CYCLONE (CENTRIFUGAL) SEEDER, DROP SEEDER, DRILL OR
CULTIPACKER SEEDER. SEED SHALL BE INCORPORATED INTO THE SOIL TO A
DEPTH OF 1/4 TO 1/2 INCH, BY RAKING OR DRAGGING. THE DEPTH OF SEED
PLACEMENT MAY BE 1/4 INCH DEEPER ON COARSE-TEXTURED SOIL.

- HYDRO-SEEDING: HYDROSEEDING MAY BE EMPLOYED AS AN ALTERNATIVE TO
CONVENTIONAL SEEDING USING THE FERTILIZATION, LIMING, AND SEEDING
RATES DESCRIBED HEREIN.  THE USE OF HYDROSEEDING IS LIMITED TO
FLATTER SLOPES AND ONLY DURING THE OPTIMUM SEEDING PERIODS IN THE
SPRING AND FALL.  FOLLOWING THE HYDROSEEDING OPERATION,
SHORT-FIBERED WOOD OR PAPER MULCH MAY BE APPLIED WITH THE
HYDROSEEDER AT A RATE OF 1500 LB/ACRE.  MULCH SHALL NOT BE INCLUDED
IN THE TANK WITH SEED.

- AFTER SEEDING, IT IS RECOMMENDED THAT THE SOIL BE FIRMED WITH A
CORRUGATED ROLLER TO ENSURE A GOOD SEED TO SOIL CONTACT AND
IMPROVE SEEDLIND EMERGENCE.

4. MULCHING: ALL SEEDED AREAS SHALL BE MULCHED. MULCH SHALL BE
UNIFORMLY SPREAD AND SHALL CONSIST OF SMALL GRAIN STRAW OR SALT
HAY FREE OF SEEDS APPLIED AT A RATE OF 70-90 LBS PER 1000 SF AND
ANCHORED WITH A LIQUID MULCH BINDER OR A CRIMPER.  IF A CRIMPER IS
USED, THE MULCH APPLICATION RATE SHALL BE INCREASED TO 135 LBS PER
1,000 SF.

5. IF SEASON PREVENTS THE ESTABLISHMENT OF A TEMPORARY SEEDING,
EXPOSED AREAS TO BE STABILIZED WITH MULCH AS INDICATED IN NOTE 4.

DUST CONTROL

DUST CONTROL MATERIALS

MATERIAL WATER
DILUTION

TYPE OF
NOZZLE

APPLY
GALLONS
PER ACRE

ANIONIC ASPHALT EMULSION 7:1 COARSE
SPRAY 1200

LATEX EMULSION 12.5:1 FINE SPRAY 235

RESIN IN WATER 4:1 FINE SPRAY 300

POLYACRYLAMIDE (PAM) - SPRAY ON
POLYACRYLAMIDE (PAM) - DRY SPREAD

APPLY ACCORDING TO
MANUFACTURER'S INSTRUCTIONS.  MAY

ALSO BE USED AS AN ADDITIVE TO
SEDIMENT BASINS TO FLOCCULATE AND
PRECIPITATE SUSPENDED COLLOIDS.  SEE
SEDIMENT BASIN STANDARDS ON PAGE

26-1 OF THE "STANDARDS FOR SOIL
EROSION AND SEDIMENT CONTROL IN NEW

JERSEY".

ACIDULATED SOY BEAN SOAP STICK NONE COARSE
SPRAY 1200

TILLAGE - TO ROUGHEN SURFACE AND BRING CLODS TO SURFACE. THIS IS A TEMPORARY
MEASURE WHICH SHOULD BE USED BEFORE SOIL BLOWING STARTS. BEGIN PLOWING ON
WINDWARD SIDE OF SITE. CHISEL-TYPE PLOWS SPACED ABOUT 12 INCHES APART AND
SPRING-TOOTHED HARROWS ARE EXAMPLES OF EQUIPMENT WHICH MAY PRODUCE THE
DESIRED EFFECT.

SPRINKLING - SITE IS SPRINKLED UNTIL THE SURFACE IS WET.

BARRIERS - SOLID BOARD FENCES, SNOW FENCES, BURLAP FENCES, CRATE WALLS, BALES
OF HAY AND SIMILAR MATERIAL CAN BE USED TO CONTROL AIR CURRENTS AND SOIL
BLOWING.

CALCIUM CHLORIDE - SHALL BE IN THE FORM OF LOOSE, DRY GRANULES OR FLAKES FINE
ENOUGH TO FEED THROUGH COMMONLY USED SPREADERS AT A RATE THAT WILL KEEP
SURFACE MOIST BUT NOT CAUSE POLLUTION OR PLANT DAMAGE. IF USED ON STEEPER
SLOPES, THEN USE OTHER PRACTICES TO PREVENT WASHING INTO STREAMS OR
ACCUMULATION AROUND PLANTS.

STONE - COVER SURFACE WITH CRUSHED STONE OR COARSE GRAVEL.

MULCHING IS REQUIRED ON ALL SEEDED AREAS TO ENSURE AGAINST EROSION BEFORE
GRASS IS ESTABLISHED TO PROMOTE EARLIER VEGETATIVE COVER.

STANDARDS FOR TOPSOILING

1. MATERIALS:

A. TOPSOIL SHOULD BE FRIABLE1, LOAMY2, FREE OF DEBRIS, OBJECTIONABLE
WEEDS AND STONES, AND CONTAIN NO TOXIC SUBSTANCE OR ADVERSE
CHEMICAL OR PHYSICAL CONDITION THAT MAY BE HARMFUL TO PLANT
GROWTH. SOLUBLE SALTS SHOULD NOT BE EXCESSIVE (CONDUCTIVITY LESS
THAN 0.5 MILLIMHOS PER CENTIMETER. MORE THAN 0.5 MILLIMHOS MAY
DESICATE SEEDLINGS AND ADVERSELY IMPACT GROWTH ). TOPSOIL HAULED IN
FROM OFFSITE SHOULD HAVE A MINIMUM ORGANIC MATTER CONTENT OF 2.75
PERCENT. ORGANIC MATTER CONTENT MAY BE RAISED BY ADDITIVES.

B. TOPSOIL SUBSTITUTE IS A SOIL MATERIAL WHICH MAY HAVE BEEN AMENDED
WITH SAND, SILT, CLAY, ORGANIC MATTER, FERTILIZER OR LIME AND HAS THE
APPEARANCE OF TOPSOIL. TOPSOIL SUBSTITUTES MAY BE UTILIZED ON SITES
WITH INSUFFICIENT TOPSOIL FOR ESTABLISHING PERMANENT VEGETATION. ALL
TOPSOIL SUBSTITUTE MATERIALS SHALL MEET THE REQUIREMENTS OF TOPSOIL
NOTED ABOVE. SOIL TESTS SHALL BE PERFORMED TO DETERMINE THE
COMPONENTS OF SAND, SILT, CLAY, ORGANIC MATTER, SOLUBLE SALTS AND PH
LEVEL.

2. STRIPPING:

A. FIELD EXPLORATION SHOULD BE MADE TO DETERMINE WHETHER QUANTITY
AND OR QUALITY OF SURFACE SOIL JUSTIFIES STRIPPING.

B. STRIPPING SHOULD BE CONFINED TO THE IMMEDIATE CONSTRUCTION AREA.

C. WHERE FEASIBLE, LIME MAY BE APPLIED BEFORE STRIPPING AT A RATE
DETERMINED BY SOIL TESTS TO BRING THE SOIL PH TO APPROXIMATELY 6.5. IN
LIEU OF SOIL TESTS, SEE LIME RATE GUIDE IN SEEDBED PREPARATION FOR
PERMANENT VEGETATIVE COVER FOR SOIL STABILIZATION, PG. 4-1.

D. A 4-6 INCH STRIPPING DEPTH IS COMMON, BUT MAY VARY DEPENDING ON THE
PARTICULAR SOIL.

E. STOCKPILES OF TOPSOIL SHOULD BE SITUATED SO AS NOT TO OBSTRUCT
NATURAL DRAINAGE OR CAUSE OFF-SITE ENVIRONMENTAL DAMAGE.

F. STOCKPILES SHOULD BE VEGETATED IN ACCORDANCE WITH STANDARDS
PREVIOUSLY DESCRIBED HEREIN; SEE STANDARDS FOR PERMANENT (PG. 4-1) OR
TEMPORARY (PG.7-1) VEGETATIVE COVER FOR SOIL STABILIZATION. WEEDS
SHOULD NOT BE ALLOWED TO GROW ON STOCKPILES.

3. SITE PREPARATION:

A. GRADE AT THE ONSET OF THE OPTIMAL SEEDING PERIOD SO AS TO MINIMIZE THE
DURATION AND AREA OF EXPOSURE OF DISTURBED SOIL TO EROSION.
IMMEDIATELY PROCEED TO ESTABLISH VEGETATIVE COVER IN ACCORDANCE
WITH THE SPECIFIED SEED MIXTURE. TIME IS OF THE ESSENCE.

B. GRADE AS NEEDED AND FEASIBLE TO PERMIT THE USE OF CONVENTIONAL
EQUIPMENT FOR SEEDBED PREPARATION, SEEDING, MULCH APPLICATION AND
ANCHORING, AND MAINTENANCE. SEE THE STANDARD FOR LAND GRADING, PG.
19-1.

C. AS GUIDANCE FOR IDEAL CONDITIONS, SUBSOIL SHOULD BE TESTED FOR LIME
REQUIREMENT. LIMESTONE, IF NEEDED, SHOULD BE APPLIED TO BRING SOIL TO A
PH OF APPROXIMATELY 6.5 AND INCORPORATED INTO THE SOIL AS NEARLY AS
PRACTICAL TO A DEPTH OF 4 INCHES.

D. IMMEDIATELY PRIOR TO TOPSOILING, THE SURFACE SHOULD BE SCARIFIED 6" TO
12" WHERE THERE HAS BEEN SOIL COMPACTION. THIS WILL HELP INSURE A GOOD
BOND BETWEEN THE TOPSOIL AND SUBSOIL. THIS PRACTICE IS PERMISSIBLE
ONLY WHERE THERE IS NO DANGER TO UNDERGROUND UTILITIES (CABLES,
IRRIGATION SYSTEMS, ETC.).

E. EMPLOY NEEDED EROSION CONTROL PRACTICES SUCH AS DIVERSIONS, GRADE
STABILIZATION STRUCTURES, CHANNEL STABILIZATION MEASURES,
SEDIMENTATION BASINS, AND WATERWAYS. SEE STANDARDS 11 THROUGH 42.

4. APPLYING TOPSOIL:

A. TOPSOIL SHOULD BE HANDLED ONLY WHEN IT IS DRY ENOUGH TO WORK
WITHOUT DAMAGING SOIL STRUCTURE; I.E., LESS THAN FIELD CAPACITY (SEE
GLOSSARY).

B. APPLY TOPSOIL IN A UNIFORM APPLICATION TO AN AVERAGE DEPTH OF 5.0
INCHES, MINIMUM OF 4 INCHES, FIRMED IN PLACE IS REQUIRED.

ANTICIPATED CONSTRUCTION SCHEDULE
1. INSTALLATION OF FILTER SOCKS AND INLET PROTECTION. 1 DAY

2.
SITE CLEARING AND SELECTIVE CLEARING OF OBSTRUCTIONS
LOCATED IN AND/OR ADJACENT TO GENERAL CONSTRUCTION
AREA.

10 DAYS

3. ROUGH GRADE SITE. 10 DAYS

4. CONSTRUCTION OF PARKING LOT AND IMPROVEMENTS TO
EXISTING BUILDING. 45 DAYS

5.

REMOVAL OF ALL TEMPORARY SOIL EROSION AND SEDIMENT
CONTROL PROTECTION DEVICES SUBSEQUENT TO VERIFICATION
THAT ALL CONSTRUCTION DISTURBED AREAS HAVE BEEN
STABILIZED TO THE SATISFACTION OF THE TOWNSHIP AND THE
SOIL EROSION INSPECTOR.

1 DAYS

6.

ANY AREAS DISTURBED AFTER THIS PERIOD, AND BEFORE
ACCEPTANCE  BY THE TOWNSHIP, SHALL BE RESTABILIZED IN
ACCORDANCE WITH THESE PLANS, THE SPECIFICATIONS AND THE
"STANDARDS FOR SOIL EROSION AND SEDIMENT CONTROL IN NEW
JERSEY".

FL
OW

FLOW

DISTURBED AREA

UNDISTURBED AREA

SECTION

PLAN VIEW

DISTURBED AREA
UNDISTURBED AREA

NOTES:
COMPOST FILTER SOCK SHALL BE PLACED AT EXISTING LEVEL GRADE. BOTH ENDS OF THE BARRIER SHALL BE EXTENDED
AT LEAST 8 FEET UP SLOPE AT 45 DEGREES TO THE MAIN BARRIER ALIGNMENT. MAXIMUM SLOPE LENGTH ABOVE ANY
BARRIER SHALL NOT EXCEED THAT SPECIFIED FOR THE SIZE OF THE SOCK AND THE SLOPE OF ITS TRIBUTARY AREA.

TRAFFIC SHALL NOT BE PERMITTED TO CROSS COMPOST FILTER SOCKS.

ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT REACHES 1/2 THE ABOVE GROUND HEIGHT OF THE BARRIER AND
DISPOSED IN THE MANNER DESCRIBED ELSEWHERE IN THE PLAN.

COMPOST FILTER SOCKS SHALL BE INSPECTED WEEKLY AND AFTER EACH RUNOFF EVENT. DAMAGED SOCKS SHALL BE
REPAIRED ACCORDING TO MANUFACTURER’S SPECIFICATIONS OR REPLACED WITHIN 24 HOURS OF INSPECTION.

BIODEGRADABLE COMPOST FILTER SOCKS SHALL BE REPLACED AFTER 6 MONTHS; PHOTODEGRADABLE SOCKS AFTER 1
YEAR.  POLYPROPYLENE SOCKS SHALL BE REPLACED ACCORDING TO MANUFACTURER’S RECOMMENDATIONS.

UPON STABILIZATION OF THE AREA TRIBUTARY TO THE SOCK, STAKES SHALL BE REMOVED. THE SOCK MAY BE LEFT IN
PLACE AND VEGETATED OR REMOVED. IN THE LATTER CASE, THE MESH SHALL BE CUT OPEN AND THE MULCH SPREAD AS
A SOIL SUPPLEMENT.

12
 IN

.
M

IN
.

102

101

100

FILTER SOCK
N.T.S.

12" COMPOST FILTER SOCK

BLOWN/PLACED
FILTER MEDIA

2 IN. x 2 IN. WOODEN STAKES
PLACED 10 FT ON CENTER

EXISTING CONTOURS

2 IN. x 2 IN. WOODEN
STAKES OR SAND BAGS
PLACED 10 FT ON CENTER

COMPOST FILTER SOCK

Material Type

Material
Characteristic

Design Diameters

Mesh Opening

Tensile Strength

% Original Strength
from Ultraviolet

Exposure
(ASTM G-155)

Functional
Longevity/ Project

Duration***
up to 12 months** 6 mo-3.5 yr 9 mo-4 yr 1-4 yr 2-5 yr 2-5 yr 2-5 yr

Cotton
BioSoxx™

Biodegradable

8 in (200mm),
12 in (300mm)

1/8 in (3mm)

44 psi

ND

5 mil High Density
Polyethylene

(HDPE)

Oxo-degradable

8 in (200mm),
12 in (300mm),
18 in (400mm)

3/8 in (10mm)

26 psi

ND

5 mil High Density
Polyethylene

(HDPE)

Photodegradable

5 in (125mm),
8 in (200mm),

12 in (300mm),
18 in (400mm)

3/8 in (10mm)

26 psi

23% at 1000 hr

Multi-Filament
Polypropylene

(MFPP, previously
HDPP)

Photodegradable

8 in (200mm),
12 in (300mm),
18 in (400mm),
24 in (600mm),
32 in (800mm)

3/8 in (10mm)

44 psi

100% at 1000 hr

Multi-Filament
Polypropylene
SafteySoxx™

Photodegradable

8 in (200mm),
12 in (300mm),
18 in (400mm)

1/8 in (3mm)

202 psi

100% at 1000 hr

Multi-Filament
Polypropylene

DuraSoxx®

Photodegradable

8 in (200mm),
12 in (300mm),
18 in (400mm),
24 in (600mm),
32 in (800mm)

1/8 in (3mm)

202 psi

100% at 1000 hr

Multi-Filament
Polypropylene

DuraSoxx®
(Heavy Duty)

Photodegradable

5 in (125mm),
8 in (200mm),

12 in (300mm),
18 in (400mm)

1/8 in (3mm)

242 psi

100% at 1000 hr

TABLE 4.2
Compost Standards

Organic Matter Content 80% - 100% (dry weight basis)

Organic Portion Fibrous and elongated

pH 5.5 - 8.0

Moisture Content 35% - 55%

Particle Size 98% pass through 1” screen

Soluble Salt Concentration 5.0 dS/m (mmhos/cm) Maximum

COMPOST SHOULD BE A WELL DECOMPOSED, WEED-FREE ORGANIC
MATTER DERIVED FROM AGRICULTURE, FOOD, STUMP GRINDINGS, AND
YARD OR WOOD/BARK ORGANIC MATTER SOURCES. THE COMPOST
SHOULD BE AEROBICALLY COMPOSTED. THE COMPOST SHOULD
POSSESS NO OBJECTIONABLE ODORS AND SHOULD BE REASONABLY
FREE (<1% BY DRY WEIGHT) OF MAN-MADE FOREIGN MATTER. THE
COMPOST PRODUCT SHOULD NOT RESEMBLE THE RAW MATERIAL FROM
WHICH IT WAS DERIVED. WOOD AND BARK CHIPS, GROUND
CONSTRUCTION DEBRIS OR REPROCESSED WOOD PRODUCTS ARE NOT
ACCEPTABLE AS THE ORGANIC COMPONENT OF THE MIX.

THE PHYSICAL PARAMETERS OF THE COMPOST SHOULD COMPLY WITH
THE STANDARDS IN TABLE 4.2. THE STANDARDS CONTAINED IN THE
PENNDOT PUBLICATION 408 ARE AN ACCEPTABLE ALTERNATIVE

STORM INLET
FILTER BAG

NOTE:
INSTALL FILTER BAGS IN ALL INLETS.

GRATE

REINF. BARS FOR
REMOVAL OF

DEVICE

EXPANSION RESTRAINT

STORM INLET
OVERFLOW PORT

STORM INLET FILTER BAG
N.T.S.

INSTALLATION DETAIL

FENCE POST (SPACING 8'-0" C.
TO C.)

2'
 M

IN
.

2'
 M

IN
.

6"

6"

SILT

DIG 6" WIDE & DEEP TRENCH,
BURY BOTTOM 1'-0" OF

FABRIC, TAMP IN PLACE

FABRIC SECURED TO POST WITH METAL
FASTENERS AND REINFORCEMENT
BETWEEN FASTENER AND FABRIC

GRADE

SILT FENCE
N.T.S.

DRAWSTRING

NOTES:
1. STOCKPILE WILL BE STABILIZED

WITH GRASS SEED COVERED WITH
STRAW MULCH.

2. ACCESS TO STOCKPILE SHALL BE
LIMITED TO THE UP SLOPE SIDE.

3. MAXIMUM HEIGHT NOT TO EXCEED
FIVE (5) FEET.

1
2

1
2

TOPSOIL
STOCKPILE

SILT BARRIER TO BE
INSTALLED AROUND
THE DOWNGRADE
SLOPE SIDE OF THE
TOPSOIL STOCKPILE
(TYP.)

SILT FENCE SILT FENCE

STOCKPILE

GRADE

TOPSOIL STOCKPILE
N.T.S.

SL
OPE

SL
OPE

TABLE 27-1
PERCENT SLOPE OF

ROADWAY

O TO 2% 50 FT. 100 FT.
2 TO 5% 100 FT 200 FT.

> 5% ENTIRE SURFACE STABILIZE WITH FABC BASE COURSE

LENGTH OF STONE REQUIRED

COARSE GRAIN SOIL FINE GRAIN SOIL

LENGTH
ACCORDING TO

TABLE 27-1

PUBLIC
RIGHT OF WAY

INSTALL SILT FENCE 20' UP EACH SIDE
OF THE CONSTRUCTION ENTRANCE

PLAN VIEW N.T.S.

PR
O

PO
SE

D
 W

ID
TH

O
F 

IN
G

R
ES

S
O

R
 E

G
R

ES
S

EXISTING
GROUND

THE STABILIZED CONSTRUCTION
ENTRANCE(S) SHALL BE WASHED DOWN
OR REPLACED AS NECESSARY, AND AS
DIRECTED BY THE SOIL EROSION
INSPECTOR, TO PREVENT THE
TRANSPORTATION OF SEDIMENT ONTO
THE SURROUNDING ROADWAYS.

LENGTH
ACCORDING TO

TABLE 27-1

PUBLIC
RIGHT OF WAY

PROVIDE APPROPRIATE TRANSITION
BETWEEN STABILIZED CONSTRUCTION

ENTRANCE AND PAVEMENT

6" MIN. ASTM C-33, No.2 OR
No.3 STONE; (1.5"-2.5"),(1"-2").

GEOTEXTILE
FABRIC

PROFILE N.T.S.

EXISTING GROUND

N.T.S.

STABILIZED CONSTRUCTION ENTRANCE

MAINTENANCE
THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH
WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO
ROADWAYS. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH
ADDITIONAL STONE OR ADDITIONAL LENGTH AS CONDITIONS
DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES
USED TO TRAP SEDIMENT. ALL SEDIMENT SPILLED, DROPPED,
WASHED, OR TRACKED ONTO ROADWAYS (PUBLIC OR PRIVATE)
OR OTHER IMPERVIOUS SURFACES MUST BE REMOVED
IMMEDIATELY.

WHERE ACCUMULATION OF DUST/SEDIMENT IS INADEQUATELY
CLEANED OR REMOVED BY CONVENTIONAL METHODS, A POWER
BROOM OR STREET SWEEPER WILL BE REQUIRED TO CLEAN
PAVED OR IMPERVIOUS SURFACES. ALL OTHER ACCESS POINTS
WHICH ARE NOT STABILIZED SHALL BE BLOCKED OFF.
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2 ADDED FLOOD HAZARD LINE 05/05/20

3 PER BOARD PROF. REVIEW 7/17/20

5

10

BWC

JCD

BWC

02/10/20

Professional Engineer
State of New Jersey • License # GE 51748

State of Pennsylvania • License # PE081074
State of Maryland • License # 54411

BRIAN W. CLEARY , PE

FOR APPROVAL
PURPOSES ONLY

1 PER COMPLETENESS REVIEW 03/09/20

4 PER BOARD PROF. REVIEW 08/10/20

PER TOWNSHIP REVIEW 08/27/20

6 PER BOARD MEETING 08/28/20

AS SHOWN

8

CONSTRUCTION
DETAILS

8'

28
"

PAINT SYMBOL WITH BLUE
BACKGROUND AND WHITE BORDER

24"

3" TYP.

12" WIDE SOLID BLUE
LINE @ 45° (TYP.)

6" SOLID BLUE LINE (TYP.)

LANDING AREA
6' RAMP W/

CURB TAPERS

5'
-0

" 
(M

IN
.) CLASS "B"

CONCRETE
SIDEWALK

6' - 0" SEE PLANS 6' - 0"

2% MAX. 1:12 DOWN
SLOPE MAX.

18
"

ADA PARKING LAYOUT 
N.T.S.

1:12 DOWN
SLOPE MAX.

7'
 T

O
 G

R
A

D
E

BLACK LETTERING ON
WHITE REFLECTIVE
BACKGROUND

R7-8
(12" X 18")

R7-8P
(18" X 9")

"PENALTY PLATE"
(10" X 12")

FINISHED GRADE

2% MAX. 2% MAX.

2' TYP.

8' 8'

6" CURB

6' RAMP W/
CURB TAPERS

6" CURB

TOP OF 6" CURBPAVEMENT SURFACE

FLUSH CURB

R7-7 & R7-8PR7-7, R7-8A &
R7-8P

12" DIAMETER
CONCRETE FOOTING
(4,500 PSI)

BREAKAWAY CHANNEL BAR
POSTS ATTACH POSTS WITH

5/16" OR 3/8" GALVANIZED
BOLTS, NUTS, AND  WASHERS

4'
3"

6"

DRIVE SIGN POST
3" x 1 1/2" STEEL

6'-0"

1'-0"

1'-6"

1'-0"

1'-6"

1'-0"

5/8"Ø x 3'-0" GALVANIZED
ANCHOR BARS IN PREDRILLED
HOLES (3 PER BLOCK)

ELEVATION

9"

2"
5"

2"

4"2"

2 1/2" 1 
1/

2"

2"
2 1/2"

(2) #4 REINF. BARS

COUNTERSINK ANCHOR BAR
1" AND MORTAR FLUSH

CLASS "B" CONCRETE (4,500 PSI) 

1/2"

SECTION A

A

N.T.S.

6' CONCRETE PARKING BUMPER

TRANSVERSE JOINTS 1/2" WIDE SHALL BE INSTALLED IN THE CURB 20'-0" APART &
FILLED W/ PREFORMED BITUM. IMPREGNATED FIBER JOINT FILLER, COMPLYING W/
A.A.S.H.O. SPEC. M 213, RECESSED 1/4" IN FROM FRONT FACE & TOP OF CURB.

8"

18
"

1"
6"

6"

R=1/2"

HOT POURED RUBBER ASPHALT JOINT
SEALER TO BE APPLIED WHEN CURBING
ABUTS CONCRETE PAVEMENT

PAVEMENT SURFACE

CLASS "B" CONCRETE (4,500 PSI)

1/2" PREFORMED EXPANSION JOINT FILLER,
BITUMINOUS TYPE, CONFORMING TO
A.A.S.H.T.O. SPEC. M33 TO BE INSTALLED
BETWEEN CURB AND CONCRETE PAVEMENT OR
CONCRETE BASE COURSE.  DEPTH OF JOINT
FILLER STRIP EQUAL TO THICKNESS OF
PAVEMENT LESS 1/2"

N.T.S.

CONCRETE CURB

1"

5'-0"

2"

18
"

6"

GUTTER LINE

TOP OF CURB

CONCRETE CURB TO BE 4,500 PSI 3%
- 5% AIR ENTRAINMENT

N.T.S.

CURB TAPER
LE

N
G

TH
 O

F 
LO

A
D

IN
G

 Z
O

N
E/

IS
LA

N
D

2' T
YP.

6" SOLID LINE (TYP.)

WIDTH OF LOADING ZONE/ISLAND

12" WIDE SOLID LINE @ 45° (TYP.)

N.T.S.

STRIPED ISLANDS

NOTES:
1. LOADING ZONE AND ISLAND STRIPING SHALL BE WHITE.

PAVEMENT SURFACE

EXISTING GROUND (COMPACTED TO 95% DENSITY)

N.T.S.

PAVEMENT

SUPERPAVE HMA 9.5M64
SURFACE COURSE, 2" THICK

SUPERPAVE HMA 19M64
BASE COURSE, 3" THICK

6" DENSE GRADED
AGGREGATE SUBBASE

PAVEMENT SURFACE
SUPERPAVE HMA 9.5M64
SURFACE COURSE, 1.5" THICK

TACK COAT
PULVERIZED & RESHAPED
EXISTING PAVEMENT MATERIAL.
EXCESS MATERIAL TO BE
REMOVED WHERE REQUIRED.

NOTES:
1. FULL DEPTH EXPANSION JOINTS TO BE AT 20 FT C.C.
2. 1/4" DEEP CONTROL JOINTS TO BE AT 4 FT C.C.
3. CONCRETE SHALL BE 6" THICK AT DRIVEWAYS
4. SIDEWALK TO BE SLOPED AT 2.0% MAX. TOWARDS

PAVED AREAS AND AWAY FROM BUILDINGS.

N.T.S.

CONCRETE SIDEWALK

COMPACTED SUBGRADE

4" CLASS "B" CONCRETE (4,500 PSI)

VARIES

SIDEWALK 4" THICK CLASS
"B" CONCRETE (4,500 PSI)

VERTICAL CURB

PAVEMENT SURFACE

SEE SITE PLAN

1/2" EXPANSION JOINT FILLER

2.0% MAX.

COMPACTED SUBGRADE

CONCRETE SIDEWALK

CONCRETE CURB WITH SIDEWALK

#6 REBAR DOWELS (6"
LONG), PLACED 5' O.C.

2 X BALL DIA.

SPREAD

O
V

ER
A

LL
 H

EI
G

H
T

SP
EC

IF
IE

D
 C

L
TR

U
N

K
 H

T.

TURN BACK TOP 1/3 OF
BURLAP (REMOVE
SYNTHETIC WRAP
COMPLETELY)

NOTES:
1. PLANT SO THAT TOP OF

ROOT BALL IS EVEN WITH
THE FINISHED GRADE.

2. FLAG GUYING WIRES
WITH SURVEYOR TAPE

3. STAKING AS REQUIRED.

TREE PLANTING - GUY WIRES

2 X BALL DIA.

N.T.S.

PLANTINGS

2 X BALL DIA.

6"

24" MIN.
TYP.

EVERGREEN TREE PLANTING

CHAINLOCK, OR
APPROVED EQUAL

HARDWOOD STAKES 3
STAKES 2" X 2" DRIVEN (MIN.
18") FIRMLY INTO SUBGRADE

PRIOR TO BACKFILLING
STAKE ABOVE FIRST

BRANCHES OR AS
NECESSARY FOR FIRM

SUPPORT

FORM SAUCER

SPECIFIED PLANTING
MIX WATER & TAMP TO

REMOVE AIR POCKETS

4" SHREDDED
HARDWOOD MULCH

FORM SAUCER WITH
3" CONTINUOUS RIM

SPECIFIED PLANTING
MIX. WATER & TAMP TO
REMOVE AIR POCKETS

4" SHREDDED
HARDWOOD MULCH

REMOVED TOP 1/3 OF
BURLAP AND TWINE

HOSE GUARD EACH WIRE

12 GA. GUY WIRE WITH 1/2"
THIN WALL P.V.C. TUBING, 18"
MIN. 3 GUYS/TREE MIN. WHITE
P.V.C. TUBING WITH
TURNBUCKLE

TURN BACK TOP 1/3 OF BURLAP
(REMOVED SYNTHETIC WRAP
COMPLETELY) CUT ALL ROPE &
TWINE

4" SHREDDED
HARDWOOD MULCH

EARTH SAUCER

30" HARDWOOD STAKE
(3 PER TREE)
PLANTING SOIL MIXTURE

COMPACTED TOP
SOIL MIXTURE

SHRUB PLANTING

N.T.S.

STOP SIGN & STOP BAR

WHITE (REFL.)

RED (REFL.)

30
"

7'
-0

" BREAKAWAY MOUNT TO
BE INSTALLED ON ALL
GROUND MOUNTED SIGNS

FINISHED GRADE

V
A

R
IE

S

24" WIDE, SOLID
WHITE STRIPE

STOP BAR

STOP SIGN (R1-1)

N.T.S.

ADA RAILING

3'
 - 

0"

FINAL RAILING DESIGN TO
BE SELECTED BY OWNER

PROPOSED
ACCESSIBLE
RAMP

12
"

6"
4,000 PSI CONCRETE

SECTION 'A-A'

A

A

4" MAX.

5' WIDE ACCESSIBLE RAMP

12" 12"

PROPOSED
SIDEWALK

VERTICAL RAILS SHALL
BE SPACED A MAXIMUM
OF 7'-0" O.C.

NOTES:
1. DIMENSIONS PROVIDED ARE THE MINIMUMS REQUIRED TO MEET ADA CODE.

AN ALTERNATIVE RAILING DESIGN MAY BE SELECTED BY THE OWNER.
RAILING MUST MEETS THESE MINIMUM DESIGN REQUIREMENTS.
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6 PER BOARD MEETING 08/28/20
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CONSTRUCTION
DETAILS

12
' -

 0
"

4'
 - 

6"
7'

 - 
6"

9'

5'-0"

N.T.S.

PYLON SIGN

INTERNALLY ILLUMINATED
PLASTIC SIGN FACE

MONUMENT BASE TO
MATCH BUILDING FINISH

N.T.S.

VINYL FENCE

2. FOOTING WIDTH TO BE (2)X POST WIDTH.  MINIMUM DEPTH 30" [762MM].
1. SPECIFICATIONS SHOWN CAN BE CHANGED BY MASTER HALCO ONLY.NOTES:

5" SQ POST

POST CAP

7/8" U-CHANNEL
7/8" x 6" T & G

1 1/2" x 5 1/2" RAIL

30
" 

[7
62

M
M

]

6'
-0

"

REINFORCING METAL INSERT

FENCE SECTION ELEVATION

7'-7" FACE TO FACE

8'-0" CTR TO CTR

BOTTOM RAIL INCLUDES 2" 

3"

5 1/2"

5 1/2"

3. COLOR TO BE BEIGE.

PICKET

10
'-0

"
6'

-4
"

2'
-4

"
8"

1'-4"

4"4"
8"

1'-4"

4"4"

12'-0"

8"

12'-0"

6" BUMPER POST &
FOOTING (TYP.)

MASONRY BLOCK
WALLS (TYP.)

DOUBLE GATES (TO BE CHAIN LINK
FENCE WITH VINYL SLATS AND
RUST PROOF SELF-CLOSING
HARDWARE OR EQUIVALENT)

MASNORY BLOCK
FINISH TO MATCH
BUILIDING FACADE

DRIVEWAY
GRADE

5" CONC. SLAB REINFORCED
WITH 6 x 6-W2.0 x W2.0
WELDED WIRE

SOLID CONC. BLOCK

CONCRETE FOOTING BEYOND

4" CAP BLOCK

LATCH

(2) GATE STOPS

N.T.S.

10' x 12' BLOCK WALL TRASH ENCLOSURE

ELEVATION

PLAN

10
'-0

"

6 INCH WIDE BOARD GATES
ATTACHED TO GALVANIZED
STEEL FRAME

6 YARD DUMPSTER

(2) 50 GALLON
RECYCLING
CONTAINERS
(24"x30")

5'
-0

"

6" CONCRETE
SLAB 4,500 PSI

6'-0"

N.T.S.

PIPE BOLLARD
4'

 - 
0"

6"

10"

2' - 0" Ø

CONCRETE FOOTING

6" SCHEDULE 40 STEEL PIPE,
CONCRETE FILLED W/
DECORATIVE PLASTIC SLEEVE
(TO BE SELECTED BY OWNER)EXPANSION JOINT

AROUND BOLLARD

4'
 - 

0"

1
2"

FINISHED GRADE

STEEL CAP

CONCRETE AROUND TOP OF POST,
6" DEEP, FOR STABILIZATION

40
"

48
"

8'

NOTES:

1. INSTALL PER MANUFACTURERS
SPECIFICATIONS, FENCE WOOD
IS TO BE PRESSURE TREADTED.

N.T.S.

SPLIT-RAIL FENCE

10 FT PARKING STALL WIDTH

20
 F

T 
PA

R
K

IN
G

 S
TA

LL
 L

EN
G

TH

4" WHITE STRIPING

N.T.S.

HAIRPIN PARKING SPACE DETAIL

18"
OC

18' - 2"

30
"

7'
-0

"

RED (REFL.)

WHITE (REFL.) UNLESS
NOTED OTHERWISE

TRAFFIC CONTROL SIGNS
N.T.S.

BREAKAWAY MOUNT TO
BE INSTALLED ON ALL
GROUND MOUNTED SIGNS

R5-1

24"

30
"

R4-7
BLACK ON WHITE

N.T.S.

MOUNTABLE CURB

2"
2"

JOINT SEALER

PAVEMENT SURFACE

12"

R=1"

CLASS "B"
CONCRETE
(4,500 PSI)

14
"

1" PREFORMED BITUMINOUS JOINT FILLER
DEPTH OF FILLER STRIP EQUALS PAVEMENT

THICKNESS LESS ". TO BE INSTALLED
BETWEEN CURB AND CONCRETE PAVEMENT

OR CONCRETE BASE COURSE

1
2"

R=1"



NO. DESCRIPTION

SHEET NUMBER:

ALL DOCUMENTS PREPARED BY THE PETTIT GROUP, LLC
ARE INSTRUMENTS OF SERVICE IN RESPECT TO THE
PROJECT.  THEY ARE  NOT INTENDED OR REPRESENTED
TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON
EXTENSIONS OF THE PROJECT OR ANY OTHER PROJECT.
ANY REUSE WITHOUT WRITTEN PERMISSION BY THE
PETTIT GROUP, LLC FOR THE SPECIFIC PURPOSE
INTENDED WILL BE AT THE OWNERS SOLE RISK AND
WITHOUT LIABILITY OR LEGAL EXPOSURE TO THE
PETTIT GROUP, LLC AND OWNER SHALL INDEMNIFY
AND HOLD HARMLESS THE PETTIT GROUP, LLC FROM
CLAIMS, DAMAGES, LOSSES AND EXPENSES ARISING
OUT OF OR RESULTING THEREFROM.

THE CONTRACTOR MUST VERIFY ALL DIMENSIONS
PRIOR TO PROCEEDING WITH THE WORK AND NOTIFY
THE OWNER OF ANY DISCREPANCIES.  THE
CONTRACTOR SHALL UNDERSTAND THAT THE
LOCATION OF UTILITIES SHOWN ON THE PLANS ARE
ONLY APPROXIMATE.  IT IS IMPORTANT TO NOTE THAT
NOT ALL UTILITIES MAY BE SHOWN ON THE PLANS.  IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ALL UTILITIES (AERIAL AND BURIED) PRIOR TO THE
START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO CONTACT THE UNDERGROUND
UTILITY MARK OUT SERVICE (1-800-272-1000) PRIOR TO
THE START OF CONSTRUCTION.  THE CONTRACTOR IS
RESPONSIBLE TO REPAIR (AT HIS EXPENSE) ALL
DAMAGED UTILITIES RESULTING FROM HIS WORK.

PROJECT:

CHECKED BY:

DRAWN BY:

DESIGNED BY: JOB NO:

SCALE:

DATE:

SHEET TITLE:

DATE

REVISIONS

of

PRELIMINARY / FINAL
MAJOR SITE PLAN

191 US ROUTE 130
BLOCK 63, LOTS 3 & 4.01 PLATE 13

BORDENTOWN TOWNSHIP
BURLINGTON COUNTY

NEW JERSEY

OWNER:
191 BORDENTOWN LLC
191 ROUTE 130 NORTH

BORDENTOWN, NJ 08505

APPLICANT:
CURALEAF NJ, INC.

111 COOLIDGE AVENUE
BELLMAWR, NJ 08031

49
7 

C
en

te
r 

S
tr

ee
t •

 S
ew

el
l, 

N
J 

08
08

0
T

el
: 8

56
-4

64
-9

60
0 

   
F

ax
: 8

56
-4

64
-9

60
6

w
w

w
.p

et
ti

tg
ro

up
.c

om
Ce

rtif
ica

te 
of

 A
uth

or
iza

tio
n N

o. 
24

G
A

28
13

14
00

 T
H

E 
PE

TT
IT

 G
R

O
U

P,
 L

LC
E

ng
in

ee
ri

ng
 •

  A
rc

hi
te

ct
ur

e 
 •

  P
la

nn
in

g

1591-03

\\p
et

tit
02

\P
ro

je
ct

s\
15

91
 C

ur
al

ea
f\-

3 
B

or
de

nt
ow

n 
Se

w
 &

 V
ac

 S
ite

\E
ng

\C
on

st
ru

ct
io

n 
D

w
gs

\1
59

1-
03

 S
he

et
 0

8-
10

 - 
C

on
st

ru
ct

io
n 

D
et

ai
ls

.d
w

g,
 8

/2
8/

20
20

 1
1:

35
 A

M
, J

ua
n 

C
. D

eJ
es

us

2 ADDED FLOOD HAZARD LINE 05/05/20

3 PER BOARD PROF. REVIEW 7/17/20

5

10

BWC

JCD

BWC

02/10/20

Professional Engineer
State of New Jersey • License # GE 51748

State of Pennsylvania • License # PE081074
State of Maryland • License # 54411

BRIAN W. CLEARY , PE

FOR APPROVAL
PURPOSES ONLY

1 PER COMPLETENESS REVIEW 03/09/20

4 PER BOARD PROF. REVIEW 08/10/20

PER TOWNSHIP REVIEW 08/27/20

6 PER BOARD MEETING 08/28/20

AS SHOWN

10

CONSTRUCTION
DETAILS

HOLOPHANE FIXTURE 'A'
47 WATT LED
MOUNT HEIGHT = 10' HOLOPHANE LIGHTING

HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

30

60

060 30

SCALE: ONE INCH = 30'

0

30
6030

1.0
0.50

2.0

CATALOG

4.0

HOLOPHANE FIXTURE 'B'
28 WATT LED
MOUNT HEIGHT = 10'
SCALE: ONE INCH = 30'

HOLOPHANE LIGHTING
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

CATALOG
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060 30
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30
6030
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AMERICAN ELECTRIC FIXTURE 'C'
125 WATT LED
MOUNT HEIGHT = 20' LIGHTING CATALOG

TAKEN FROM AMERICAN ELECTRIC 
ISOFOOTCANDLE LINES HAVE BEEN 

SCALE: ONE INCH = 30'
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30 60
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90
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AMERICAN ELECTRIC 
FIXTURE 'D', 125 WATT LED
MOUNT HEIGHT = 20'
SCALE: ONE INCH = 30'

AMERICAN ELECTRIC 
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

LIGHTING CATALOG

30
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30
603090 90

2.0

1.0
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AMERICAN ELECTRIC 
FIXTURE 'E', 85 WATT LED
MNT HT = 20'
SCALE: ONE INCH = 30'

AMERICAN ELECTRIC 
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

LIGHTING CATALOG
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6030
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0.5

140 WATT LED
MNT HT = 20'
SCALE: ONE INCH = 30'
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HOLOPHANE FIXTURE 'F'

HOLOPHANE LIGHTING
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

CATALOG

60

2.0

1.0
0.5

140 WATT LED
MNT HT = 20'
SCALE: ONE INCH = 30'
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0
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6030

HOLOPHANE FIXTURE 'G'

HOLOPHANE LIGHTING
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

CATALOG

4.0

2.0
1.0

0.5

140 WATT LED
MNT HT = 20'
SCALE: ONE INCH = 30'
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HOLOPHANE FIXTURE 'H'

HOLOPHANE LIGHTING
HAVE BEEN TAKEN FROM 
ISOFOOTCANDLE LINES 

CATALOG

60

2.0
1.0
0.5
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BORDENTOWN SITE RTE 130 VIEW
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BORDENTOWN SITE ENTRANCE VIEW
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BORDENTOWN RTE 130 SIDE VIEW
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SHEET SHEET TITLE REVISIONS

ARCHITECTURAL
G1.1 TITLE SHEET
G1.4 LIFE SAFETY PLAN
A8.0 EXTERIOR  ELEVATIONS
A8.1 EXTERIOR ELEVATIONS
A8.2 EXTERIOR ELEVATIONS
A8.3 EXTERIOR SECTIONS
A8.4 EXTERIOR DETAILS

STRUCTURAL
S1.00 STRUCTURAL FOUNDATIONS PLAN
S2.00 STRUCTURAL FRAMING PLAN - MECHANICAL PLATFORM
S3.00 STRUCTURAL ELEVATION
S4.00 STRUCTURAL FOUNDATIONS DETAILS
S5.00 STRUCTURAL FRAMING DETAILS

TOTAL: 12 SHEETS

BORDENTOWN DISPENSARY
191 U.S. ROUTE 130

BORDENTOWN, NJ 08505
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©2020 THE ARCHITECT / ENGINEER ASSUMES NO
RESPONSIBILITY OR LIABILITY FOR THE USE OF
THESE PLANS FOR ANY PROJECT OTHER THAN

SPECIFICALLY AUTHORIZED BY THEM AND SIGNED
AND SEALED FOR SUCH SPECIFIC LOCATION IN THE
STATE, PROVINCE OR TERRITORY SHOWN ON THE
SEAL. THIS BUILDING USE IS ONLY APPLICABLE IN
AREAS MEETING THE STATED DESIGN CRITERIA.
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COLUMN CENTER LINE

ELEVATION

DOOR IDENTIFIER 

ELEVATION REFERENCE

SECTION REFERENCE

SECTION DETAIL REFERENCE

ENLARGED AREA REFERENCE

REVISION SYMBOL

CODED NOTE

##
#

CEILING HEIGHT/FINISH SYMBOL

FINISH SYMBOL

ROOM NAME XXXX

X

XX.X

X
XX.X

X
XX.X

#

#

#'-#'
P-X

X

X' - X" A.F.F
REFERENCE

X

XX.X

# WALL TYPE #

F

B
C

W WALL
BASE
CEILING
FLOOR

FINISH SYMBOL

LAYOUT
POINT

LAYOUT POINT

ACC ACCESSIBLE
ACT ACOUSTICAL CEILING 
TILE
ACM ALUMINUM COMPOSITE 

PANEL
A/C AIR CONDITIONING
ADA AMERICANS WITH

DISABILITIES ACT
A.F.F. ABOVE FINISH FLOOR
AIA AMERICAN INSTITUTE

OF ARCHITECTS
ALUM ALUMINUM
ANSI AMERICAN NATIONAL 

STANDARDS
 INSTITUTE
ASHRAE AMERICAN SOCIETY

OF HEATING,
REFRIGERATION & 
AIR CONDITIONING 
ENGINEERS

ASSOC ASSOCIATION
ASTM AMERICAN SOCIETY

FOR TESTING & 
MATERIALS

ATTN ATTENTION
B- BASE
BLDG BUILDING
BLK(G) BLOCK(ING)
BM BEAM
BMPR. BUMPER
B.O. BOTTOM OF
B.O.C.A. BUILDING OFFICIALS
 CODE

ADMINISTRATORS
BW BACKWRAP
CAB CABINET
CARG CARRIAGE
C.B.P.D. CEMENT BOARD PARTICLE

BOARD
CENT CENTER
CFO CERTIFICATE OF

OCCUPANCY
C.G. CORNER GUARD
CLG CEILING
C.L.,(   ) CENTER LINE
CLR CLEAR
C.M.U. CONCRETE MASONRY

UNIT
CONC CONCRETE
CONST CONSTRUCTION
CONT CONTINUOUS OR

CONTINUE
CONTR CONTRACTOR
CT CERAMIC TILE
CW CASHWRAP
D DEEP
DEPT DEPARTMENT
D.F. DRINKING FOUNTAIN
DIA,(Ø) DIAMETER
DR DOOR/DRIVE
DTL DETAIL
DWG DRAWING(S)
DRW DRAWER
EA EACH
ELEV ELEVATION
ELEC ELECTRIC(AL)
ENG ENGINEER
EQ EQUAL
ETC ETCETERA
EXT EXTERIOR
EXT'G,(E)  EXISTING
E.J. EXPANSION JOINT
FC FLOOR COVERING
F.D. FIELD DETERMINE
F.E. FIRE EXTINGUISHER
F.E.C. FIRE EXTINGUISHER

CABINET

FIN FINISH(ED)
FL FLOOR(ING)
FLUOR FLUORESCENT
FR FRAME/ FITTING

ROOM
F.R.P. FIBERGLASS

REINFORCED 
PLASTIC

F.R.T. FIRE RETARDANT
TREATED

FT,(') FEET/FOOT
GA GAUGE
G.C. GENERAL 

CONTRACTOR
GYP.BD. GYPSUM BOARD
H HIGH
H.B. HOSE BIBB
HDWR HARDWARE
HGT HEIGHT
H.M. HOLLOW METAL
HORIZ HORIZONTAL
HR HOUR
HRO HORIZONTAL ROUGH 

OPENING
HVAC HEATING,

VENTILATING, AIR 
CONDITIONING

I.B.C. INTERNATIONAL BUILDING 
CODE

IN,(") INCH
INC. INCORPORATED
INSUL INSULATION,

INSULATED
INT INTERIOR
L LONG
LAM LAMINATE
LAV LAVATORY
LB. POUND
LL LANDLORD
LN LINEAR
MAT'L MATERIAL
MAX MAXIMUM
MDF MEDIUM DENSITY

FIBERBOARD
MECH MECHANICAL
M.E.T. MECHANICAL, 

ELECTRICAL,
PLUMBING

MEZZ. MEZZANINE
MANUF. MANUFACTURER
MIL MILLIMETER
MIN MINIMUM
MIR MIRROR
M.S. METAL STUD
MTD MOUNTED
MTL METAL
(N) NEW
N NORTH
N.E.C. NATIONAL ELECTRICAL

CODE
NEMA NATIONAL ELECTRICAL

MANUF. ASSOC. 
NFPA NATIONAL FIRE

PROTECTION 
ASSOCIATION

N.I.C. NOT IN CONTRACT
NO,(#) NUMBER
N.T.S. NOT TO SCALE
O.C. ON CENTER
OFI OWNER FURNISHED 

ITEM
OH OHIO
OPP OPPOSITE
OSM OWNER SUPPLIED 

MATERIALS
OWSJ OPEN WEB STEEL

JOISTS

OZ OUNCES
P- PAINT
PAF POWDER ACTUATED 

FASTENER
PLUMB PLUMBING
PLYWD PLYWOOD
PR PAIR
PROJ PROJECT
PSI POUNDS PER SQUARE

INCH
Q.T. QUARRY TILE
R  RELOCATED
RAD RADIUS
R.C.C. REFLECTED CEILING

PLAN
R.D. ROOF DRAIN
REF REFERENCE
REQ'D REQUIRED
REV REVISION(S),

REVISED
RM ROOM
R.O. ROUGH OPENING
RTU ROOF TOP UNIT
S SOUTH
SAI SHREMSHOCK

ARCHITECTS, INC.
SAN SANITARY
S.C. SOLID CORE
SCH SCHEDULE
SEI SHREMSHOCK ENGINEERS, 

INC.
SHT SHEET
SIM SIMILAR
SPEC SPECIFICATION(S)
SQ SQUARE
S.S. STAINLESS STEEL
STD STANDARD
STL STEEL
T.B.D. TO BE DETERMINED
TEL TELEPHONE
THK THICK
T.O. TOP OF
TS TUBE STEEL
TYP TYPICAL
U.B.A. UNIFORM BUILDING

CODE
UL UNDERWRITERS

LABORATORY
U.N.O. UNLESS NOTED

OTHERWISE
VAV VARIABLE AIR

VOLUME
VCT VINYL COMPOSITE

TILE
VERT VERTICAL
V.I.F. VERIFY IN FIELD
W WIDE
W/ WITH
W/O WITHOUT
WC- WAINSCOT
WD WOOD
W.R.B. WEATHER RESISTANT 

BARRIER
WT WEIGHT

CL OWNER
CURALEAF
301 EDGEWATER PLACE
WAKEFIELD, MA 01880

PROJECT MANAGER
MIKE SULLIVAN
TEL: 781-451-1256

CONTRACTOR
TBD

ARCHITECT
SHREMSHOCK ARCHITECTS, INC.
7400 W. CAMPUS RD.
SUITE 150
NEW ALBANY, OH 43054
CONTACT: SARAH MORAN
TEL: 614-545-4550 x 158

P.M.E. ENGINEER
SHREMSHOCK ENGINEERING, INC.
7400 W. CAMPUS RD.
SUITE 150
NEW ALBANY, OH 43054
CONTACT: JOSH EVERETT
TEL: 614-545-4550 x 308

LOCATION MAP J CODE INFORMATION ANOT USED E

AREA CALCULATIONS F

DRAWING INDEX C

KEY PLAN K

GENERAL NOTES (G.C. TO COMPLY) N

ABBREVIATIONS R SYMBOLS GOWNER / PROJECT DIRECTORY L
SCOPE OF WORK:
THIS PROJECT IS A REMODEL OF AN EXISTING TENANT SPACE FOR A NEW ADULT USE CANNABIS RETAIL STORE. WORK IS TO INCLUDE
PREPARED DEMOLITION OF EXISTING BUILD OUT, NEW WALLS, MODIFICATIONS TO EXISTING INTERIOR WALLS, MODIFICATIONS TO EXISTING
MECHANICAL AND VENTILATION SYSTEM, ELECTRICAL, AND PLUMBING SYSTEMS, ADDING NEW WHERE REQUIRED.

APPLICABLE CODES:
BUILDING CODE: 2018 INTERNATIONAL BUILDING CODE, NJ EDITION

N.J.A.C. 5:23 CHAPTER 6. REHABILITATION SUBCODE
PLUMBING CODE: 2018 NATIONAL STANDARD PLUMBING CODE, NJ EDITION
ELECTRICAL CODE: 2017 NATIONAL ELECTRICAL CODE (NFPA 70)
MECHANICAL CODE: 2018 INTERNATIONAL MECHANICAL CODE
ENERGY CODE: 2018 INTERNATIONAL ENERGY CONSERVATION CODE
ACCESSIBILITY: 2009 ICC A117.1
FIRE CODE: 2015 INTERNATIONAL FIRE CODE, NJ EDITION
SEISMIC CATEGORY: B

BUILDING DESCRIPTION: PROPOSED EXISTING
USE GROUP: M - MERCANTILE M - MERCANTILE
CONSTRUCTION TYPE: II-B II-B

FIRE RATINGS:
STRUCTURAL FRAME: 0 HR.
EXTERIOR & INTERIOR BEARING WALLS: 0 HR.
NON BEARING WALLS/PARTITIONS 0 HR.
FLOOR CONSTRUCTION 0 HR.
ROOF CONSTRUCTION 0 HR.

FIRE PROTECTION:
NOT SPRINKLERED

OCCUPANT LOAD:
SALES / PUBLIC AREA: (60) 4,525 / 60 = 76
NON-SALES AREA: (300) 4,150 / 300 = 14
BUSINESS: (150) 871 / 150 = 6
TOTAL: 96

EGRESS:
EXITS REQUIRED: 2
EXITS PROVIDED: 4

PLUMBING FIXTURES: CUSTOMER USE EMPLOYEE USE

LAVATORIES:  1 PER SEX 150 OR LESS OCC. 2 2 (1 PER SEX)

WATER CLOSETS:  2 PER SEX 51-150 OCC. 2 2 (1 PER SEX)

URINALS: - -

DRINKING FOUNTAINS:  1 PER 500 OCC. HI/LO PROVIDED

SERVICE SINK:  1 REQ. PER FLOOR PROVIDED
ANY REQUIRED CHANGES TO THESE PLANS CAUSING CHANGE ORDERS ARE
SUBJECT TO ARCHITECT / ENGINEERS REVIEW AND OWNER APPROVAL PRIOR
TO PROCEEDING

1. THIS PROJECT WILL COMPLY WITH LOCAL, STATE AND FEDERAL ACCESSIBILITY AND ENERGY CODE REQUIREMENTS.

2. THRESHOLDS SHALL BE NO HIGHER THAN 1/2" ABOVE THE TOP OF FINISHED FLOOR, EDGE TO BE BEVELED WITH A SLOPE NO
GREATER THAN 1 IN 2.

3. ALONG ACCESSIBLE PATH OF TRAVEL AND AT EMERGENCY EGRESS CONDITIONS, DOOR HARDWARE SHALL BE OF THE LEVER OR
PUSH TYPE, MOUNTED 34" TO 44" ABOVE FINISH FLOOR AND OPERABLE WITH A MAXIMUM EFFORT OF 5 LBS FOR INTERIOR DOORS, 5
LBS FOR EXTERIOR DOORS.

4. PROVIDE ACCESSIBLE MANEUVERING CLEARANCES AT DOORS AS SHOWN ON PLANS AND IN COMPLIANCE WITH ADA AND ICC A117.1.

5. ACCESSIBLE DOORS MUST BE A MINIMUM 3'-0" WIDE X 6'-8" HIGH.

6. HOT WATER PIPES AND DRAIN PIPES UNDER LAVATORIES SHALL BE INSULATED AND HAVE CLEARANCES TO CONFORM WITH ALL
LOCAL, STATE AND FEDERAL ACCESSIBILITY AND ENERGY CODE REQUIREMENTS.

7. G.C. TO PROVIDE PORTABLE FIRE EXTINGUISHERS WITH A RATING OF NOT LESS THAN 2-A OR 2-A/I0BC WITHIN 75' OF TRAVEL
DISTANCE TO ALL PORTIONS OF THE SPACE DURING CONSTRUCTION.  PROVIDE FIRE EXTINGUISHER DURING ALL PHASES OF
CONSTRUCTION AS REQUIRED BY FIRE DEPARTMENT INSPECTOR.

8. EVERY EXIT DOOR SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A KEY, TOOL OR SPECIAL KNOWLEDGE OR EFFORT.

9. THESE CONTRACTOR DOCUMENTS REFLECT OWNER'S DESIGN STANDARDS AND HAVE BEEN PREPARED EXCLUSIVELY FOR THE USE
OF OWNER FOR THE SOLE PURPOSE OF TENANT IMPROVEMENTS WITHIN AN EXISTING. (AT THE SPECIFIC LOCATION MENTIONED)

10. DO NOT SCALE DRAWINGS FOR ANY REASON, IF DIMENSIONS ARE REQUIRED AND NOT PROVIDED IN WRITTEN FORMAT ON THIS SET
OF DOCUMENTS YOU WILL NEED TO CONTACT THE ARCHITECT THROUGH THE GENERAL CONTRACTOR REPRESENTATIVE.

11. CONTRACTOR AND SUB-CONTRACTORS MUST VERIFY EXISTING SITE CONDITIONS PRIOR TO SUBMITTING BIDS. CONTRACTORS
MUST ALSO VERIFY SITE DIMENSIONS AND COMPARE THE DRAWINGS BETWEEN ALL DISCIPLINES AND REPORT ANY DISCREPANCIES
TO THE ARCHITECT AND OWNER THROUGH THE GENERAL CONTRACTOR.  PRIOR TO ORDERING MATERIAL OR INSTALLING TILE,
COUNTERS ETC. IMMEDIATELY UPON ARRIVING AT THE SITE CONTRACTOR SHALL VERIFY EXISTING DIMENSIONS OF THE SPACE.

12. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL SAFETY MEASURES ON THE JOB-SITE.

13. THE GENERAL CONTRACTOR IS RESPONSIBLE TO MAINTAIN ADEQUATE MEANS OF EGRESS AT ALL TIMES DURING THE
CONSTRUCTION PERIOD OF THE PROJECT.

14. SUBSTITUTIONS WILL NOT BE ALLOWED, UNLESS APPROVED BY OWNER IN WRITING.

15. THE CONTRACTOR MUST MAINTAIN ONE SET OF APPROVED LANDLORD DRAWINGS, AND ONE SET OF THE CITY APPROVED
DRAWINGS ON SITE AT ALL TIMES.

16. GENERAL CONTRACTOR IS RESPONSIBLE TO COORDINATE WORK SCHEDULE WITH THE LANDLORD / ADJACENT TENANTS SO IT DOES
NOT INTERFERE WITH NORMAL BUSINESS HOURS OF OTHER TENANTS AND RETAIL OPERATIONS.

17. GENERAL CONTRACTOR IS RESPONSIBLE TO OBTAIN WRITTEN APPROVAL FROM THE LANDLORD, AND OBTAINING THIRD PARTY
ENGINEERING NECESSARY AS IT RELATES TO ANY MODIFICATIONS THAT IMPACT THE LANDLORD BASE BUILDING OR UTILITIES.

18. GENERAL CONTRACTOR IS RESPONSIBLE FOR THE COST TO REPAIR FOR ADJACENT EXISTING FINISHES DAMAGED DURING THIS
WORK.

19. ALL INSTALLATIONS SHALL BE INSTALLED PER THE WRITTEN MANUFACTURER INSTALLATIONS. GENERAL CONTRACTOR IS
RESPONSIBLE TO REQUEST INSTRUCTIONS FROM THE MANUFACTURER WHEN NOT PROVIDED.

CURALEAF
191 U.S. ROUTE 130
LEVEL 1 OF 1

PLAN
NORTH

AREA CALCULATIONS:

GROSS AREA (LEASED): 9,546 SQ. FT.

GROSS AREA (CALCULATED): 9,546 SQ. FT.

GROSS SALES / PUBLIC AREA: 4,525 SQ. FT.

GROSS BUSINESS: 871 SQ. FT.

GROSS EMPLOYEE AREA / NON-PUBLIC: 4,150 SQ. FT.

1

PLAN
NORTH

191 U.S. ROUTE 130
BORDENTOWN, NJ 08505

STRUCTURAL ENGINEER
TD&H ENGINEERING - STRUCTURAL
ENGINEERING
105 CHESLEY DRIVE, SUITE 203
MEDIA, PA 19063
CONTACT: ANDREW COOPER - E.I.T.
TEL: 610-565-3492

CIVIL ENGINEER (CONTRACT W/ OWNER)
THE PETTIT GROUP, LLC
497 CENTER STREET
SEWELL, NJ 08080
CONTACT: TERRENCE H. COMBS PP, LLA
TEL: 856-464-9600

HEIGHT & AREA LIMITATIONS: PROVIDED ALLOWABLE

TENANT SPACE: 9,546 S.F. 12,500 S.F.

NUMBER OF STORIES: ONE TWO

BUILDING HEIGHT: 12'-6"± 55'-0"

SIGNAGE - SEPARATE SUBMITTAL BY OTHERS

TRUE
NORTH

TRUE
NORTH
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VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

SYNTHETIC STUCCO "DRYVIT" OVER 1 1/2"
INSULATION BOARD. WITH DRAINABLE
SYSTEM. PROVIDE 1" WIDE X 1/2" REVEALS
AS NOTED. PREMIXED COLORS. APPLY
OVER (E) CMU OR NEW 5/8" FIBERGLASS
FACED EXTERIOR SHEATHING WITH LIQUID
APPLIED AIR AND WATER BARRIER

SYNTHETIC STUCCO "DRYVIT" OVER 1
1/2" INSULATION BOARD. WITH
DRAINABLE SYSTEM. PROVIDE 1" WIDE X
1/2" REVEALS AS NOTED. PREMIXED
COLORS. APPLY OVER (E) CMU OR NEW
5/8" FIBERGLASS FACED EXTERIOR
SHEATHING WITH LIQUID APPLIED AIR
AND WATER BARRIER

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

MANUFACTURED CULTURED STONE
VENEER OVER LIQUID APPLIED AIR AND
WATER BARRIER, OVER EXISTING CMU

(N) PR. 3'-0" x 7'-0"
EXIT ONLY DOORS

PREFABRICATED  STEEL
CANOPY, DEFERRED
SUBMITTAL WITH
STRUCTURAL
ENGINEERED STAMP, BY
CANOPY MANUFACTURER.

NOTE:
SIGNAGE UNDER SEPARATE SUBMITTAL

21'-6"
T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 20'-0"

T.O. (E) PARAPET
APPROX. 19'-0"

T.O. PARAPET

A
A8.3

N
A8.3

J
A8.3

SIM.

E
A8.3

SIM./TYP.

DOORS IN THIS LOCATION
WILL BE USED FOR EXIT
PURPOSES ONLY AND
WILL BE NOTED AS SUCH

EXIT
ONLY

EXIT
ONLY

G
A8.4

SIM./TYP.

AREA OF (N) PARAPET
EXTENSION -  REFER TO
STOREFRONT
SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

STOREFRONT PARAPET NOTE:
G.C. TO REMOVE AND REPLACE (E) PARAPET.
REFER TO STOREFRONT SECTIONS/DETAILS
AND STRUCTURAL DRAWINGS

CURALEAF SIGNAGE, GREEN (48 S.F.),
PROVIDED/INSTALLED BY SIGN VENDOR

8'-8"

B.O. CANOPY

NEW METAL FASCIA
CAP (TYP.)

METAL SEAM

NEW METAL FASCIA
CAP (TYP.)

NEW METAL FASCIA
CAP (TYP.) NEW METAL FASCIA

CAP (TYP.)
METAL SEAM

METAL SEAM
J

A8.3

SIM.

NOTE:
SIGNAGE UNDER SEPARATE SUBMITTAL

MANUFACTURED CULTURED STONE
VENEER OVER LIQUID APPLIED AIR AND
WATER BARRIER, OVER EXISTING CMU

(N) PR. 3'-0" x 7'-0"
ENTRY DOORS

PREFABRICATED  STEEL
CANOPY, PROVIDED/INSTALLED
BY G.C., REFER TO
STRUCTURAL DRAWINGS

SYNTHETIC STUCCO "DRYVIT" OVER 1
1/2" INSULATION BOARD. WITH
DRAINABLE SYSTEM. PROVIDE 1" WIDE X
1/2" REVEALS AS NOTED. PREMIXED
COLORS. APPLY OVER (E) CMU OR NEW
5/8" FIBERGLASS FACED EXTERIOR
SHEATHING WITH LIQUID APPLIED AIR
AND WATER BARRIER

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

21'-6"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 20'-0"

T.O. PARAPET

E
A8.3

J
A8.3

APPROX. 17'-0"

T.O. FINISH

191

DOORS IN THIS LOCATION
WILL BE USED AS THE MAIN
ENTRANCE FOR CUSTOMER

G
A8.4

AREA OF (N) PARAPET EXTENSION - REFER
TO STOREFRONT SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

A
A8.3

STOREFRONT PARAPET NOTE:
G.C. TO REMOVE AND REPLACE (E) PARAPET.
REFER TO STOREFRONT SECTIONS/DETAILS
AND STRUCTURAL DRAWINGS

(E) GAS METER TO
REMAIN

NEW METAL FASCIA
CAP (TYP.)

METAL SEAM
METAL SEAM

NEW METAL FASCIA
CAP (TYP.) NEW METAL FASCIA

CAP (TYP.)

J
A8.4

K
A8.4

L
A8.4

J
A8.3

SIM.

A
A8.3

SIM.

NOTE: TYPICAL ALL ELEVATIONS, G.C. TO COORDINATE AND PROVIDE ALL

FLASHINGS BETWEEN DIFFERING MATERIALS (HORIZONTALLY AND

VERTICALLY) AND AT TERMINATIONS OF MATERIALS (TOP, BOTTOM, AND

SIDES) PER MANUFACTURER'S INSTALLATION DETAILS AND/OR

RECOMMENDATIONS. BOTTOM TERMINATION OF FINISHES TO BE AT MIN

HEIGHT ABOVE GRADE/PAVEMENT PER MANUFACTURER'S REQUIREMENTS.

NOTE: TYPICAL ALL ELEVATIONS, G.C. TO PROVIDE CJS AS EACH FINISH

MANUFACTURER REQUIRES AND TO COORDINATE LOCATIONS PRIOR

TO INSTALL SO TO COORDINATE WITH DESIGN FEATURES.

SYNTHETIC STUCCO "DRYVIT" OVER 1 1/2"
INSULATION BOARD. WITH DRAINABLE SYSTEM.
PROVIDE 1" WIDE x 1/2" REVEALS AS NOTED.
PREMIXED COLORS. APPLY OVER (E) CMU OR NEW
5/8" FIBERGLASS FACED EXTERIOR SHEATHING
WITH LIQUID APPLIED AIR AND WATER BARRIER

ENTRANCE

2'-0" HIGH ADDRESS SIGN
(8 S.F.) - PROVIDED AND
INSTALLED BY SIGN
VENDOR

5'-6" HIGH "C" WITH LEAF
LOGO (29 S.F.) - PROVIDED
AND INSTALLED BY SIGN
VENDOR

18" HIGH "ENTRANCE" SIGN
(17 S.F.) - PROVIDED AND
INSTALLED BY SIGN VENDOR
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©2020 THE ARCHITECT / ENGINEER ASSUMES NO
RESPONSIBILITY OR LIABILITY FOR THE USE OF
THESE PLANS FOR ANY PROJECT OTHER THAN

SPECIFICALLY AUTHORIZED BY THEM AND SIGNED
AND SEALED FOR SUCH SPECIFIC LOCATION IN THE
STATE, PROVINCE OR TERRITORY SHOWN ON THE
SEAL. THIS BUILDING USE IS ONLY APPLICABLE IN
AREAS MEETING THE STATED DESIGN CRITERIA.
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WEST ELEVATION -
1/4" = 1'-0" A

SOUTH ELEVATION -
1/4" = 1'-0" C
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VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

(E) OVERHEAD DOOR TO REMAIN, PAINT
DOOR AND FRAME TO MATCH SIDING.
G.C. TO REPLACE LOCKSET PER CLIENT
SPECIFICATIONS AND ENSURE DOOR IS
IN PROPER WORKING ORDER

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

(N) SERVICE DOOR.
PAINT DOOR AND
FRAME TO MATCH
SIDING.

SYNTHETIC STUCCO "DRYVIT" OVER 1
1/2" INSULATION BOARD. WITH
DRAINABLE SYSTEM. PROVIDE 1" WIDE X
1/2" REVEALS AS NOTED. PREMIXED
COLORS. APPLY OVER (E) CMU OR NEW
5/8" FIBERGLASS FACED EXTERIOR
SHEATHING WITH LIQUID APPLIED AIR
AND WATER BARRIER

APPROX. 20'-0"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 17'-0"

T.O. PARAPET

APPROX. 20'-0"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 19'-0"

T.O. PARAPET

A
A8.3

SIM./TYP.
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OPALINE METAL PANEL BY ATAS
INTERNATIONAL OPW 8 1/2", 0.032
ALUMINUM HORIZONTAL MOUNT 12'
STANDARD LENGTH, MOUNT OVER
(2) FURRING STRIPS

(N) SERVICE DOOR. PAINT DOOR
AND FRAME TO MATCH SIDING.

J
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SIM./TYP.

VERSA-SEAM METAL PANEL BY
ATAS INTERNATIONAL, 8" WIDE x 1"
DEEP. MAXIMIZE LENGTH, SMOOTH,
0.032 ALUMINUM PRE-FINISHED
CHARCOAL GREY 1/2" REVEAL

(E) OVERHEAD DOOR TO REMAIN, PAINT
DOOR AND FRAME TO MATCH SIDING.
G.C. TO REPLACE LOCKSET PER CLIENT
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IN PROPER WORKING ORDER

SYNTHETIC STUCCO "DRYVIT" OVER 1
1/2" INSULATION BOARD. WITH
DRAINABLE SYSTEM. PROVIDE 1" WIDE X
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5/8" FIBERGLASS FACED EXTERIOR
SHEATHING WITH LIQUID APPLIED AIR
AND WATER BARRIER

A
A8.3

SIM./TYP.

J
A8.3

SIM./TYP.

AREA OF (N) PARAPET -  REFER TO
STOREFRONT SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

AREA OF (N) PARAPET -  REFER TO
STOREFRONT SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

NEW METAL FASCIA
CAP (TYP.)

NEW METAL FASCIA
CAP (TYP.)

STOREFRONT PARAPET NOTE:
G.C. TO REMOVE AND REPLACE (E) PARAPET.
REFER TO STOREFRONT SECTIONS/DETAILS
AND STRUCTURAL DRAWINGS

(N) SERVICE DOOR. PAINT DOOR
AND FRAME TO MATCH SIDING.

J
A8.3

SIM./TYP.

STOREFRONT PARAPET NOTE:
G.C. TO REMOVE AND REPLACE (E) PARAPET.
REFER TO STOREFRONT SECTIONS/DETAILS
AND STRUCTURAL DRAWINGS

OPALINE METAL PANEL BY ATAS
INTERNATIONAL OPW 8 1/2", 0.032
ALUMINUM HORIZONTAL MOUNT 12'
STANDARD LENGTH, MOUNT OVER
(2) FURRING STRIPS

AREA OF (N) PARAPET -  REFER TO
STOREFRONT SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

AREA OF (N) PARAPET -  REFER TO
STOREFRONT SECTIONS/DETAILS AND
STRUCTURAL DRAWINGS.

(N) CONDUCTOR HEAD &
DOWNSPOUT AT THRU PARAPET
SCUPPER LOCATIONS (TYP.).

(N) CONDUCTOR HEAD &
DOWNSPOUT AT THRU PARAPET
SCUPPER LOCATIONS (TYP.).

APPROX. 20'-0"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 17'-0"

T.O. PARAPET

APPROX. 20'-0"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

APPROX. 20'-0"

T.O. PARAPET

0'-0"

(E) ASPHALT/SLAB

A8.2

E
X

TE
R

IO
R

 E
LE

V
A

TI
O

N
S

D
G

R
R

H
W

/D
H

B

P
LO

TT
E

D
: 8

/2
8/

20
20

 1
0:

43
 A

M

DRAWING NUMBER:

DR
AW

N 
BY

:
CH

EC
KE

D 
BY

:

DA
TE

 IS
SU

ED
:

* 
IN

D
IC

A
TE

S
 N

O
 R

E
V

IS
IO

N
 T

O
 T

H
IS

 S
H

E
E

T

RE
VI

SI
O

NS
:

SAI#

S
h

r
e
m

s
h

o
c
k
 
A

r
c
h

i
t
e
c
t
s
,
 
I
n

c
.

7
4

0
0

 
W

.
 
C

a
m

p
u

s
 
R

d
.
 
S

t
e
.
 
1

5
0

 
N

e
w

 
A

l
b

a
n

y
,
 
O

H
 
4

3
0

5
4

w
w

w
.
s
h

r
e
m

s
h

o
c
k
.
c
o

m

i
n

f
o

@
s
h

r
e
m

s
h

o
c
k
.
c
o

m

t
:
 
6

1
4

 
5

4
5

 
4

5
5

0
 
 
 
|
 
 
 
f
:
 
6

1
4

 
5

4
5

 
4

5
5

5

G
e
r
a
l
d

 
S

.
 
S

h
r
e
m

s
h

o
c
k
,
 
A

r
c
h

i
t
e
c
t

T
i
m

o
t
h

y
 
J
.
 
S

h
r
e
m

s
h

o
c
k
,
 
A

r
c
h

i
t
e
c
t

©2020 THE ARCHITECT / ENGINEER ASSUMES NO
RESPONSIBILITY OR LIABILITY FOR THE USE OF
THESE PLANS FOR ANY PROJECT OTHER THAN

SPECIFICALLY AUTHORIZED BY THEM AND SIGNED
AND SEALED FOR SUCH SPECIFIC LOCATION IN THE
STATE, PROVINCE OR TERRITORY SHOWN ON THE
SEAL. THIS BUILDING USE IS ONLY APPLICABLE IN
AREAS MEETING THE STATED DESIGN CRITERIA.

200245

B
O

R
D

E
N

TO
W

N
 D

IS
P

E
N

S
A

R
Y

19
1 

U
.S

. R
O

U
TE

 1
30

B
O

R
D

E
N

TO
W

N
, N

J 
08

50
5

07
/0

8/
20

20

SOUTH ELEVATION -
1/4" = 1'-0" A

EAST ELEVATION -
1/4" = 1'-0" CSIDE ELEVATION -

1/4" = 1'-0" L


	20200827 L-Mike Theokas
	1591-03 Truck Turning Template Plan
	20200828 Township Resubmission
	Sheets and Views
	1591-03 Sheet 01 - Cover Sheet-Cover Sheet
	1591-03 Sheet 02 - Existing Conditions & Demo-Ex Cond
	1591-03 Sheet 03 - Site Plan-Site Plan
	1591-03 Sheet 04 - Grading & Utilty Plan-Grading & Utility Plan
	1591-03 Sheet 05 - Landscaping & Lighting Plan-Landscaping & Lighting Plan
	1591-03 Sheet 06 - SESC Plan-SESC Plan
	1591-03 Sheet 07 - SESC Notes & Details-SESC Notes & Details
	1591-03 Sheet 08-10 - Construction Details-Details 1
	1591-03 Sheet 08-10 - Construction Details-Details 2
	1591-03 Sheet 08-10 - Construction Details-Details 3


	Bordentown Overall Site Render_reduced
	Sheets
	A1 - Overall Site Render
	A2 - View From Rte130
	A3 - Entrance View
	A4 - PARKING LOT VIEW
	A5 - RTE 130 VIEW

	Bordentown Model _08 - Sheet - A5 - RTE 130 VIEW.pdf
	Sheets
	A1 - Overall Site Render
	A2 - View From Rte130
	A3 - Entrance View
	A4 - PARKING LOT VIEW
	A5 - RTE 130 VIEW


	Bordentown Model _08 - Sheet - A4 - PARKING LOT VIEW.pdf
	Sheets
	A1 - Overall Site Render
	A2 - View From Rte130
	A3 - Entrance View
	A4 - PARKING LOT VIEW
	A5 - RTE 130 VIEW


	Bordentown Model _08 - Sheet - A3 - Entrance View.pdf
	Sheets
	A1 - Overall Site Render
	A2 - View From Rte130
	A3 - Entrance View
	A4 - PARKING LOT VIEW
	A5 - RTE 130 VIEW


	Bordentown Model _08 - Sheet - A2 - View From Rte130.pdf
	Sheets
	A1 - Overall Site Render
	A2 - View From Rte130
	A3 - Entrance View
	A4 - PARKING LOT VIEW
	A5 - RTE 130 VIEW



	CURALEAF-Bordentown_Zoning 2020-08-28



